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ACCESS SERVICE

6. Switched Access Sarvice

6.1 Gened

Switched Access Service, which is available to customers for their use in furnishing their
servicesto end users, provides atwo-point dectricad communications path between a
customer designated premises and an end user's premises. It provides for the use of
common terminating, switching, and trunking facilities and for the use of common subscriber
plant of the Telephone Company. Switched Access Service provides for the ability to
originate calls from an end user's premises to a customer designated premises, and to
terminate cals from a customer designated premisesto an end user's premisesin the LATA
whereitisprovided. Specific references to materid describing the eements of Switched
Access Service are provided in 6.1.3 and 6.5 through 6.9 following.

Rates and charges for Switched Access Service depend generdly on the specific Festure
Group ordered by the customer, eg., for MTS or WATS servicesor MTSWATS
equivaent services, and whether it is provided in a Telegphone Company end office that is
equipped to provide equal or non equal access. Rates and charges for Switched Access
Service are st forth in 17.1 following. The gpplication of rates for Switched Access
Serviceis described in 6.4 following. Rates and charges for services other than Switched
Access Service, eg., acusomer'sinterLATA toll message service, may aso be applicable
when Switched Access Service is used in conjunction with these other services.
Descriptions of such applicability are provided in 6.4.5, 6.4.9, 6.5.1(H), 6.5.3, 6.6.1(G),
6.6.2(D), 6.7.1(F) and 6.8.1(E) following. Findly, acredit is applied against line side
Switched Access Service charges as described in 6.4.8 following.
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.1 Description and Provision of Switched Access Service Arrangements

(A) Desription

Switched Access Sarviceis provided in three different Feature Group
arrangements which are service categories of standard and optional

features. These are differentiated by their technical characterigtics, eg., line
sde vs. trunk side connection at the Telephone Company first point of
switching. They are dso differentiated by optiond feature availability and
the manner in which the end user accesses them in originating cdling, eg.,
with or without access codes of various lengths and digits.

The provision of each Feature Group requires Loca Transport facilities,
induding an Entrance Facility where required, and the appropriate End
Office functions. In addition, Specid Access Service may, at the option of
the customer, be connected with Feature Groups A, B or D (D) at
Telephone Company designated WATS Serving Offices.

There are three specific transmisson specifications (i.e,, Types A, B and C)
that have been identified for the provison of Feeture Groups. The
Technical specifications for the Entrance Facility and Direct Trunked
Transport are the same as those set forth in Section 7 following for Voice
Grade and High Capecity Services. The specifications provided are
dependent on the Interface Group and the routing of the service, i.e.,
whether the serviceis routed directly to the end office or via an access
tandem. The parameters for the tranamission specifications are set forth in
15.1.2 following.
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.1  Description and Provison of Switched Access Service Arrangements (Cont'd)

(A) Description (Cont'd)

Fesature Groups are arranged for ether originating, terminating or two-way
caling, based on the customer end office switching capacity ordered.
Originating caling permits the deivery of cdls from Teephone Exchange
Service locations to the customer designated premises. Terminating caling
permits the ddivery of cals from the customer desgnated premisesto
Telephone Exchange Service locations. Two-way caling permits the
delivery of cdlsin both directions, but not smultaneoudy. The Teephone
Company will determine the type of cdling to be provided unlessthe
customer requests that a different type of directiond caling isto be
provided. Insuch cases, the Telephone Company will work cooperatively
with the customer to determine the directiondlity.

There are various optional festures associated with Local Transport,
Common Switching, and Trangport Termination available with the Feature
Groups. In addition, the Interim NXX Trandation optiond fegtureis
available with Feature Group D.

Detailed descriptions of each of the available Feature Groups are et forth
in 6.5 through 6.9 following. Each Festure Group is described in terms of
its specific physcd characteritics and caling capabilities, the optiond
features available for use with it and the tandard testing capabilities.
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.1 Description and Provision of Switched Access Service Arrangements (Cont'd)

(A)

(B)

Description (Cont'd)

The Common Switching and Transport Termination optiona features, which
are described in 6.10 following, unless specificaly Sated otherwise, are
available a dl Telephone Company end office switches.

Manner of Provision

Switched Accessis furnished in ether quantities of lines or trunks, or in busy
hour minutes of capacity (BHMCs). FGA Access and FGB Access are
furnished on a per-line or per-trunk basis respectively. FGD Accessis
furnished on aBHMC basis and on a per trunk basis as set forthin 5.2
preceding.

BHMCs are differentiated by type and directiondity of traffic carried over a
Switched Access Service arangement. Differentiation of traffic among
BHMC typesis necessary for the Telephone Company to properly design
Switched Access Service to meet thetraffic carrying capacity requirement of
the customer.

There are two mgjor BHMC categories identified as: Originating and
Terminating. Originating BHM Cs represent access capacity withinaLATA
for carrying traffic from the end user to the customer; Terminating BHMCs
represent access capacity within aLATA for carrying traffic from the
customer to the end user.
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6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.1  Description and Provison of Switched Access Service Arrangements (Cont'd)

(B)

Manner of Provision (Cont'd)

When ordering capacity for FGD Access, the customer must a a minimum
specify such access capacity in terms of Originating BHM Cs and/or
Terminating BHMCs.

Because some customers will wish to further segregate their originating
traffic into separate trunk groups, or  because segregation may be required
by network considerations originating BHM Cs are further categorized into
Domestic, 800, 900, Operator and IDDD. Domestic BHMCs represent
access capacity for carrying only domestic traffic other than 800, 900 and
Operator traffic; IDDD BHMCs represent access capacity for carrying only
international traffic; and, 800, 900 and Operator BHM Cs represent access
capacity for carrying, respectively, only 800, 900 or Operator traffic.
When ordering such types of access cagpacity, the customer must specify
Domestic, 800, 900, Operator or IDDD BHMCs.
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6. Switched Access Sarvice (Cont'd)

6.1 Generd (Cont'd)

6.1.2 Ordeing Options and Conditions

Switched Access Serviceis ordered under the Access Order provisions set forth
in 5.2 preceding. Also, included in that section are regulations concerning
miscellaneous service order charges which may be associated with Switched
Access Sarvice ordering (e.g., Service Date Changes, Cancellations, €tc.).

6.1.3 Rate Categories

There are four rate categories which apply to Switched Access Service:

- Loca Trangport (described in 6.1.3(A) following)

- End Office (described in 6.1.3(B) following)

- Chargeable Optiond Features (described in 6.1.3(C) following)
- Common Line (described in Section 3. preceding)
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6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3 Rate Categories (Cont'd)
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The following diagram depicts a generic view of the components of Switched
Access Service and the manner in which the components are combined to provide

acomplete Access Service.

SWITCHED ACCESS SERVICE

End User End

Office

Direct
Trunk
Transport
Customer EF Customer
Serving Designated
Tandem Wire Center Rremises (POT)

Switched

— \
Tandem Direct Trunked Transport
EO
CL* RIC LOCAL TRANSPORT

CL - Common Line Direct Trunked Transport
EO - End Office - Direct Trunked Facility
EF - Entrance Facility - Direct Trunked Termination
RIC - Residual Interconnection Charge Tandem Switched Transport

- Tandem Switched Facility
- Tandem Switched Termination
- Tandem Switching

*Common Line Access Service is provided under Section 3, preceding.
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ACCESS SERVICE

Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3

Rate Categories (Cont'd)

(A)

Locda Transport

The Locd Transport rate category establishes the charges reated to the
transmission and tandem switching facilities between the customer
designated premises and the end office switch(es), which may be a Remote
Switching Moduleg(s), where the customer's traffic is switched to originate or
terminate the customer's communications. Mileage measurement rules are
st forth in 6.4.6 following and in this section.

Loca Trangport is atwo-way voice frequency transmission path composed
of facilities determined by the Telephone Company. The two-way voice
frequency transmisson path permits the trangport of calsin the originating
direction (from the end user end office switch to the customer designated
premises) and in the terminating direction (from the customer designated
premises to the end office switch), but not Smultaneoudy. The voice
frequency transmission path may be comprised of any form or configuration
of plant capable of and typicaly used in the telecommunications industry for
the transmission of voice and associated telephone Sgnas within the
frequency bandwidth of approximately 300 to 3000 Hz. The customer
must specify the choice of facilities (i.e., Voice Grade 2 or 4 wire or High
Capacity DS1 or DS3) to be used in the provision of the Direct Trunked
Trangport or Entrance Fecility.
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3 Rate Categories (Cont'd)

(A)

Loca Transport (Cont'd)

The customer must specify when ordering (1) whether the serviceisto be
directly routed to an end office switch or through an access tandem switch,
(2) the type of Direct Trunked Trangport and whether it will overflow to
Tandem Switched Transport when service is directly routed to an end
office, (3) the type of Entrance Facility, (4) the directiondity of the service,
and (5) when multiplexing is required, the hub(s) a which the multiplexing
will be provided.

Additionaly, when service isto be routed through an access tandem switch,
the customer must specify whether the facility between the serving wire
center and the tandem isto be provided as Direct Trunked Trangport or
Tandem Switched Transport.

When the customer has both Tandem Switched Transport and Direct
Trunked Transport at the same end office, the customer will be provided
Alternate Traffic Routing as set forth in 6.6.3 for FGB service and 6.8.3 for
FGD sarvice following.

Direct Trunked Trangport isavailable at al tandems and at al end offices
except those end officesidentified in NATIONAL EXCHANGE
CARRIER ASSOCIATION, INC. TARIFF F.C.C. NO. 4, as not having
the capability to provide Direct Trunked Transport. Direct Trunked
Trangport isnot available: (1) from end offices that provide equa access
through a centralized equa access arrangement, (2) from end offices that
lack recording or measurement capability, and (3) for originating 800 calls
from non- Service Switching Point (SSP) equipped end offices that cannot
accommodate direct trunking of originating 800 calls, except asidentified in
NATIONAL EXCHANGE CARRIERASSOCIATION, INC. TARIFF
F.C.CNo. 4.
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6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3 Rate Categories (Cont'd)

(A) Locd Transport (Cont'd)

Loca Trangport is provided at the rates and charges set forth in 17.1.2
following. The application of these rates with respect to individua Feeture
Groupsis as st forth in 6.4.1(C) following. When more than one
telephone company isinvolved in providing the Switched Access Service,
the Loca Trangport rates are applied as set forth in 2.4.7 preceding.

The Local Transport Rate Category includes four classes of rate (M
edements. (1) Entrance Facility, (2) Direct Trunked Trangport, (3)
Tandem Switched Transport, and (5) Multiplexing. (D) (M

(1) Entrance Facility

The Entrance Facility recovers a portion of the costs associated with
the communi cations path between a customer designated premises
and the serving wire center of that premises. Included as part of the
Entrance Fecility is a standard channd interface arrangement which
defines the technical characteritics associated with the type of
facilities to which the access service is to be connected at the
customer designated premises and the type of signding capatility, if
any.

Transmittal No. 87
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6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)
6.1.3 Rate Categories (Cont'd)

(A)

Local Trangport (Cont'd)

@

)

Entrance Facility (Cont'd)

Three types of Entrance Facility are available:

(1) Voice Grade 2 or 4 wire (an andog channel with an agpproximate
bandwidth of 300 to 3000 hz), (2) High Capacity DS1 (an
isochronous serid digital channel with arate of 1.544 Mbps) and (3)
High Capacity DS3 (and isochronous serid digita channe with arate
of 44.736 Mbps). The minimum period for which a DS3 Entrance
Facility is provided is twelve months.

One charge applies for each Entrance Facility that isterminated at a
customer designated premises. This charge will apply eveniif the
customer designated premises and the serving wire center are
collocated in a telephone company building.

At customer request, their Local Transport may be connected to the
Entrance Facility of another customer, providing the other customer
submits a Letter of Authorization for this connection and assumes full
respongbility for the cost of the Entrance Fecility.

See Section 7.2.8 for rate regulations associated with the Rate
Stability Payment Plans and Vintage Rates for Rate Stability Payment
Fans for DS3 Entrance Facilities.

Direct Trunked Transport

The Direct Trunked Transport rate elements recover a portion of the
cost associated with the communications path between the serving
wire center and an end office or serving wire center and atandem on
circuits dedicated to the use of a Sngle customer.

Direct Trunked Transport is available to al tandems and to dl end
offices except those end officesidentified in NATIONAL
EXCHANGE CARRIER ASSOCIATION, INC. TARIFF F.C.C.
No. 4, "Wire Center Information,” as not having the capability to
provide Direct Trunked Transport.
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6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3 Rate Categories (Cont'd)

(A)

Loca Trangport (Cont'd)

)

Direct Trunked Trangport (Cont'd)

Direct Trunked Trangport is not available: (1) from end offices that
provide equa access through a centraized equal access arrangement,
(2) from end offices that lack recording or measurement capability,
and (3) for originating 800 cals from non-Service Switching Point
(SSP) equipped end offices that can not accommodate direct
trunking of originating 800 calls, except asidentified in NATIONAL
EXCHANGE CARRIER ASSOCIATION, INC., TARIFF F.C.C.
No 4.

Three types of Direct Trunked Transport are available: (1) Voice
Grade (an andog channd with an gpproximeate bandwidth of 300 to
3000 Hz), (2) High Capacity DS1 (an isochronous serid digital
channd with arate of 1.544 Mbps), and (3) High Capacity DS3 (an
isochronous serid digita channe with arate of 44.736 Mbps). The
minimum period for which a High Capacity DS3 Direct Trunked
Trangport is provided is twelve months.

High Capacity DS3 Direct Trunked Transport cannot be terminated
a end offices that are not identified as hub offices that provide DS3
to DS1 multiplexing. Additionally, DSL Direct Trunked Transport
cannot be terminated at end offices that are not identified as hub
offices that provide DSL to Voice Grade multiplexing or are not
eectronic end offices. Officesthat provide multiplexing are identified
in NATIONAL EXCHANGE CARRIER ASSOCIATION, INC.
TARIFF F.C.C. NO. 4, "Wire Center Information."
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6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3 Rate Categories (Cont'd)

(A)

Loca Trangport (Cont'd)

e

©)

Direct Trunked Transport (Cont'd)

Direct Trunked Trangport rates consst of a Direct Trunked Fecility
rate which is gpplied on a per mile basis and a Direct Trunked
Termination rate which is applied at each end of each measured
segment of the Direct Trunked Facility (e.g., a the end office, hub,
tandem and serving wire center). When the Direct Trunked Fecility
mileageis zero, the Direct Trunked Fecility rate will not apply.

The Direct Trunked Facility rate recovers a portion of the cogts of the
transmisson fadilities, including intermediate tranamisson circuit
equipment, between the end points of the interoffice circuits.

The Direct Trunked Termination rate recovers a portion of the costs

of the circuit equipment that is necessary for the termination of each
end of the Direct Trunked Fecility.

See Section 7.2.8 for rate regulations associated with the Rate
Stahility Payment Plans and Vintage Rates for Rate Stability Payment
Pans for DS3 Direct Trunk Termination.

Tandem Switched Transport

The Tandem Switched Transport rate e ements recover a portion of
the cogts associated with the communications path between the
serving wire center and the end office or between the tandem and the
end office on circuits that are switched at a tandem switch.

Tandem Switched Trangport rates consst of a Tandem Switching
rate, a Tandem Switched Facility rate and a Tandem Switched
Termination rate.
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6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3 Rate Categories (Cont'd)

(A)

Loca Trangport (Cont'd)

©)

Tandem Switched Transport (Cont'd)

The Tandem Switching rate recovers a portion of the costs of
switching traffic through an access tandem. The Tandem Switching
rate specified in 17.1.2 following is gpplied on a per access minute
per tandem basisfor dl originating and terminating minutes of use
switched a the tandem. Tandem locations are identified in
NATIONAL EXCHANGE CARRIER ASSOCIATION, INC.
TARIFF F.C.C. NO. 4, "Wire Center Information."

The Tandem Switched Facility rate recovers a portion of the costs of
the transmission fadilities, including intermediate transmission circuit
equipment, between the end points of the interoffice circuits. The
Tandem Switched Facility rate specified in 17.1.2, following is
goplied on a per access minute per mile bassfor dl originating and
terminating minutes of use routed over the fadility.

The Tandem Switched Termination rate recovers a portion of the
costs of the circuit equipment that is necessary for the termination of
each end of the Tandem Switched Facility. The Tandem Switched
Termination rate specified in 17.1.2, following is applied on a per
access minute basis (for dl originating and terminating minutes of use
routed over the facility) at each end of the measured segment of
Tandem Switched Facility (e.g., a the end office, Feature Group A
dia tone office, hogt office, tandem and serving wire center). When
the Tandem Switched Fecility mileageis zero, the Tandem Switched
Facility rate will not apply.
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3 Rate Categories (Cont'd)

(A)

Loca Trangport (Cont'd)

(4)

©)

Reserved

Multiplexing

DS3 to DS1 Multiplexing charges apply when a High Capacity DS3
Entrance Facility or High Capacity DS3 Direct Trunked Facility is
connected with High Capacity DS1 Direct Trunked Transport. The
DS3 to DS1 multiplexer will convert a44.736 Mbps channel to 28
DSL channds using digitd time divison multiplexing.

DS1 to Voice Grade Multiplexing charges agoply when aHigh
Capacity DS1 Entrance Facility or High Capacity DS1 Direct
Trunked Facility is connected with Voice Grade Direct Trunked
Transport. However, aDSL1 to Voice Grade Multiplexing charge
does not apply when aHigh Capacity DSL1 Entrance Facility or High
Capacity DS1 Direct Trunked Transport isterminated at an
electronic end office and only Switched Access Serviceis provided
over the DS facility (i.e., Voice Grade Specia Access channds are
not derived). The DSL to Voice Grade Multiplexer will convert a
1.544 Mbps channel to 24 Voice Grade channels.

Transmittal No. 87
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ACCESS SERVICE

6.1.3 Rate Categories (Cont'd)

(A) Locd Trangport (Cont'd)

(1) Interface Groups

Ten Interface Groups are provided for terminating the Entrance
Facility at the customer's designated premises. Technical
specifications concerning the available interface groups are set forth
in 15.1 following.

(2)  Nonchargeable Optional Features

@

(b)

Where tranamission facilities permit, the individud transmission
path between the customer's designated premises and the first
point of switching may at the option of the customer be
provided with the following optiona features as set forth and
described in 15.1.1(E) following.

- Supervisory Signding
-Customer Specified Entry Switch Receive Leve
-Customer Specification of Loca Trangport Termination

Signding Sysem 7 (S57)

(1) Thisordering option alows the customer to receive
sgndsfor cdl set-up out of band. Thisoptionisonly
available with Feature Group D. This option requires
the establishment of a sgnaing connection between the
customer's SPOI and the Telephone Company's STP.

(2) SSr7isprovided in both the originating and terminating
direction on Feature Group D service.

Each sgnding connection is provisoned for two-way
tranamisson of SS7 9gnding information.
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ACCESS SERVICE

6.  Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3 Rate Categories (Cont'd)

(B) End Office

The End Office rate category establishes the charges related to the locd
end office switching and end user  termination functions necessary to
complete the transmission of Switched Access communications to and
from the end users served by the local end office. The End Office rate
category includes the Loca Switching and Information Surcharge rate
elements.

(1)  Loca Switching

The Loca Switching rate dement establishes the charges rdated to
the use of end office switching equipment, the terminations in the end
office of end user lines, and the terminations of cdls a Telephone
Company Intercept Operators or recordings. Theloca switching
premium charge is gpplicable to al Feature Groups.
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3 Rate Categories (Cont'd)

(B) EndOffice (Cont'd)

(1) Locd Switching (Cont'd)

Loca Switching Premium, is gpplicable to:
- Feature Group D,
- FGB when utilized to provide MTSWATS sarvice,

- Feature Groups A and B used for terminating inward WATS and
WATS-type service at an equa access WATS Serving Office,
and

Where end offices are gppropriately equipped, internationa diaing
may be provided as a capability associated with Loca Switching
Premium which provideslocd did switching for Feature Group D.
Internationd diding provides the capability of switching internationa
cdlswith service prefix and address codes having more digits than are
cgpable of being switched through a standard FGD equipped end
office.

Rates for Local Switching Premium are st forth in 17.1.3 following.
The application of these rates with respect to individua Fesature
Groupsisas st forth in 6.4.1(C) following.
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6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3 Rate Categories (Cont'd)

(B) EndOffice (Cont'd)

(1) Locd Switching (Cont'd)

There are four types of functionsincluded in the Loca Switching rate
eement: Common Switching, Trangport Terminetion, Line
Termination and Intercept. These are described in (&) through (d)
following.

(@  Common Switching Common Switching providesthe loca
end office switching functions associated with the various
access (i.e., Feature Group) switching arrangements. The
Common Switching arrangements provided for the various
Feature Group arrangements are described in 6.5 through 6.9
following.

Included as part of Common Switching are various
nonchargesble optiona features which the customer can order
to meet the customer's specific communications requirements.
These optiond features are described in 6.10.1 following.

(b)  Trangport Termination Trangport Termination functions
provide for the line or trunk side arrangements which terminate
the Loca Trangport facilities. Included
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6. Switched Access Service (Cont'd)
6.1 Generd (Cont'd)
6.1.3 Rate Categories (Cont'd)
(B) EndOffice (Cont'd)
(1) Locd Switching (Cont'd)
(b)  Transport Termination (Cont'd)

(©

as part of these functions are various nonchargesble optiona
termination arrangements. These optiona terminating
arrangements are described in 6.10.2 following.

The number of Trangport Terminations provided will be
determined by the Telephone Company as set forthin 6.2.5
following.

Line Termination

Line Termination provides for the terminations of end user
linesin theloca end office. There are two typesof Line
Terminations, i.e, Common Line Terminations and Specid
Access Service Terminations utilized in the provison of
WATS or WATS-type services at Teephone Company
designated WATS Serving Offices.

The above Specid Access Service Terminations are
differentiated by line Sde vs. trunk sde terminations. In
addition, there are various types of originating and terminating
linesde terminations depending on the type of Sgnding
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3 Rate Categories (Cont'd)

(B) EndOffice (Cont'd)

(1) Locd Switching (Cont'd)

(© Line Termination (Cont'd)

associated with the Specia Access Service. Lineside
terminations are available with either did pulse or dud tone
multifrequency address Sgnding.

(d) Intercept

The Intercept function provides for the termination of acdl a a
Telephone Company Intercept operator or recording. The
operator or recording tellsacaler why acdl, asdided, could
not be completed, and if possible, provides the correct
number.
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6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3 Rate Categories (Cont'd)

(B) End Office (Cont'd)

2

Information Surcharge

Information Surcharge rates are assessed to a customer based on the
total number of access minutes. Information Surcharge rates are as
st forth in 17.1.3(B) following. The application of these rates with
respect to individual Festure Groupsis as st forth in 6.4.1(C)

following.

The number of end office switching transmisson paths will be
determined as set forth in 6.2.5 following.
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3 Rate Categories (Cont'd)

(©)

Chargeable Optiona Features

Where facilities permit, the Telephone Company will, a the option of the
customer, provide the following chargeable optiona features.

@

Interim NXX Trandation

The Interim NXX Trandation rate e ement provides for customer
identification when cadls are directed by end usersin the
1+SACHNXX-XXXX format. The NXX codes are assigned to
gpecific customers in conformance with the North American
Numbering Plan (NANP). NXX code assignment(s) will be made
by the Belcore NANP Coordinator. The Telephone Company will
use the NXX code to identify the customer to whose point of
termination the traffic isto be ddivered, (i.e., a appropriatdy
equipped eectronic end offices, access tandems or through
contracted arrangements with other parties.) It isthen the
responshility of the customer to do any further trandation the
customer deems necessary to route the call. Customer assigned
NXX codes which have not been ordered will be blocked.

A nonrecurring charge, as set forth in 17.1.1 following, is associated
withthis optiona festure. This nonrecurring charge is assessed by the
Telephone Company on a per order, per LATA basisand is applied
in lieu of the Access Order Charge specified in 17.3.1(A) following.
The nonrecurring chargeis
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6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3 Rate Categories (Cont'd)

(C) Chargeable Optiona Features

D

e

Interim NXX Trandation (Cont'd)

assessed only by the Teephone Company that provides the find
trandaion function. A Teephone Company is said to have provided
the find Interim NXX Trandation when its trandation identifies the
customer's traffic and this traffic is then ddivered to the cusomer's
point of termination without any further trandation. The description
and application of this charge with respect to Feature Group D isas
&t forth in 6.4.1(B)(2) and 6.4.1(C) following.

Operator Transfer Service

Operator Transfer Service may be provided with Feature Group D
Switched Access Service at Telephone Company designated
Operator Service Location. Operator Transfer Serviceisan
originating service. Therate is assessed per O- call trandferred to a
customer's operator. An O- cal isconsdered transferred when the
Telephone Company Operator activates the switch trandferring the
cal to the desgnated customer and the customer acknowledges
receipt.

In addition to the Operator Transfer Service charge described above
and in 6.10.3 following, Feature Group D Switched Access rates
and charges as set forth in 6.4.1.(C) following and Carrier Common
Line Charges set forth in NECA Tariff No. 5 Section 3.8.5 will apply
per minute of use for Operator Transfer Service.

Operator Transfer Service Charges, provided for in thistariff, are
goplied only to those calls actudly transferred by the Telephone
Company to the customer's operator
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6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3 Rate Categories (Cont'd)

(C) Chargeable Optiona Features (Cont’ d)

(3) Toll Free Number Data Base Query (M (M)

Toll Free Number Data Base Query Service performsthe Toll Free
Number Customer Identification Function to determine the customer
to whom these calls must be routed. For dl toll free 1+8XX-NXX-
XXXX cdls, originated by an end user, the Telephone Company will
perform the customer identification function utilizing aToll Free
Number Data Base to screen the dided ten digits of the Toll Free
Number cal to determine the customer selected by the Toll Free
Number subscriber to carry that toll free cdl. If thetoll free cal
originates from an end office switch not equipped to provide the
customer identification function, the call will be routed to an access
tandem switch equipped to provide the customer identification
function. Once customer identification has been established through
Toll Free Number Data Base Query Service, the toll free call will be
routed to the selected customer for completion.

With the customer identification function utilizing the Toll Free Data
Base Query Service, 1+8XX-NXX-XXXX cdl routing is based on
the routing ingructions the Toll Free Number subscriber arrangesto
enter into the Number Adminisiration Service Center's (NASC)
Service Management System (SMS). 1+8XX-NXX-XXXX cals
may be routed on asimple call turn around basis to one particular
customer or to different customers based on the LATA in which the
toll free call originates. Thisis defined asaBasic Toll Free Number
Data Base Query.

1+8XX-NXX-XXXX cdls may aso be routed: (M)

(M) Materid relocated, without change, from Originad Page 168.1.1.
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6. Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3 Rate Categories (Cont'd)

(C) Chargeable Optiona Features (Cont’ d)

(3 Toll Free Number Data Base Query (Cont'd)

(@ Todifferent customers based on time of day, day of week,

or based on number of calls dlocated by Toll Free Number

subscriber selected percentages.

(b) Todifferent terminating locations based on time of day,
day of week, or based on number of calls dlocated by Toll
Free Number subscriber selected percentages.

(c) To gandard seven digit loca exchange telephone numbers
at the terminating end based on the Toll Free Number
subscriber's specific requirements.

These are defined as Premium Toll Free Number Data Base
Queries.

The Toll Free Number subscriber is responsible for arranging the

entry of the various routing indructions discussed herein into the
NASC's SMS.

Rate regulations and Charges gpplicable to Toll Free Number Data

Base Query Service gppear in 6.1.3(C)(4) and 17.1.5(A).
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ACCESS SERVICE

Switched Access Service (Cont'd)

6.1 Generd (Cont'd)

6.1.3

6.1.4

6.1.5

Rate Categories (Cont'd)

(C) Chargeable Optiona Features (Cont’ d)

(4) Carier Identification Code Parameter (CICP)

Carrier Identification Code Parameter (CICP) is an optiona feature
which identifies and transmits the Carrier Identification Code (CIC)
within the SS7 out of band call set up, known asthe initid address
message (IAM), associated with each call sent to subscribing
customers. CICPisonly available with originating Feeture Group D
Switched Access Service from suitably equipped SS7 out of band
signding end offices and access tandems. When CICP is provided,
the switch will tranamit the CIC of the presubscribed line or the CIC
selected when the end user placesacdl usng or 101XXXX diding.
CICPis provided per trunk group at a monthly recurring rate as
specified in 17.1.5(C).

Specid Fadilities Routing

Any customer may request that the facilities used to provide Switched Access
Service be specidly routed. The regulations for Specid Fecilities Routing (i.e.,
Avoidance, Divergaty and Cable-Only) are st forth in Section 11. following.

Design Layout Report

At the request of the customer, the Telephone Company will provideto the
customer the makeup of the facilities and services provided from the customer's
premisesto the firgt point of switching. Thisinformation will be provided in the
form of a Design Layout Report. The Design Layout Report will be provided to
the customer at no charge, and will be reissued or updated whenever these
facilities are materidly changed.

Materia omitted now located, without change, on 1st Revised Page 168.1.1.
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ACCESS SERIVCE

6. Switched Access Service (Cont'd)

6.2 Undetaking of the Teephone Company

In addition to the obligations of the Telephone Company set forth in Section 2. preceding,
the Telephone Company has certain other obligations concerning only the provison of
Switched Access Service. These obligations are as follows:

6.2.1 Nework Management

The Telephone Company will adminigter its network to insure the provison of
acceptable sarvice levels to dl tdlecommunications users of the Telephone
Company's network services. Generdly, service levels are considered acceptable
only when both end users and customers are able to establish connections with
little or no delay encountered within the Telephone Company network. The
Teephone Company maintains the right to apply protective controls, i.e,, those
actions, such as cal gapping, which sdectively cance the completion of traffic,
over any traffic carried over its network, including that associated with a
customer's Switched Access Service. Generaly, such protective measures would
only be taken as aresult of occurrences such asfailure or overload of Telephone
Company or customer facilities, natura disasters, mass calling or nationd security
demands. In the event that the protective controls gpplied by the Telephone
Company result in the complete loss of service by the customer, the customer will
be granted a Credit Allowance for Service Interruption as set forth in 2.4.4(B)(3)
preceding.

6.2.2 Transmisson Specifications

Each Switched Access Service transmission path is provided with standard
transmission specifications. There are three different Sandard specifications
(Types A, B and C). The standard for aparticular transmission path is dependent
on the Feature Group,

Issued: December 30, 1988 Effective: April 1, 1989

Brian H. Strom, President - CEO
Roseville Telephone Company
200 Vernon Street
Roseville, Cdifornia 95678



ROSEVILLE TELEPHONE TARIFFF.C.C.NO. 1
Origind Page 170

ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.2 Undertaking of the Telephone Company (Cont'd)

6.2.2  Transmission Specifications (Cont'd)

the Interface Group and whether the service is directly routed or viaan access
tandem. The available tranamission specifications are sat forth in 15.1.2 following.
Data Transmisson Parameters are also provided with each Samtched Access
Sarvice transmission path. The Teephone Company will, upon natifications by the
customer that the data parameters set forth in 15.1.3 following are not being met,
conduct tests independently or in cooperation with the customer, and take any
necessary action to insure that the data parameters are met.

The Telegphone Company will maintain exigting transmisson specifications on
functioning service configurations ingtaled prior to May 25, 1984, except that
sarvice configurations having performance specifications exceeding the standards
st forth in 15.1.2 following will be maintained at the performance levels specified.

The transmission specifications concerning Switched Access Service are limits
which, when exceeded, may require the immediate corrective action of the
Telephone Company. The transmission specifications are set forth in 15.1.2
following. Acceptance limits are set forth in Technica Reference
TR-NPL-000334. This Technica Reference adso providesthe basisfor
determining Switched Access Service maintenance limits.

6.2.3  Providon of Sarvice Parformance Data

Subject to availability, end-to-end service performance data available to the
Telephone Company

Issued: December 30, 1988 Effective: April 1, 1989

Brian H. Strom, President - CEO
Rosaville Telephone Company
200 Vernon Street
Roseville, Cdifornia 95678



ROSEVILLE TELEPHONE TARIFFF.C.C.NO. 1
Origind Page 171

ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.2 Undertaking of the Telephone Company (Cont'd)

6.2.3  Provison of Service Performance Data (Cont'd)

through its own service eva uation routines, may aso be made
available to the customer based on previoudy arranged intervas and
format. These data provide information on overal end-to-end call
completion and non-completion performance, e.g., customer
equipment blockage, failure results and transmission performance.
These data do not include service performance data which are
provided under other tariff sections, eg., tasting service results. If
data are to be provided in other than paper format, the charges for
such exchange will be determined on an individua case basis.

6.24 Teding

(A) Acceptance Testing

At no additiond charge the Telephone Company will, a the
customer's request, cooperatively test at the time of ingtalation,
the following parameters. loss, C-notched noise, C-message
noise, 3-tone dope, d.c. continuity and operationa sgnding.
When the Loca Transport; is provided with Interface Groups
2 through 10, and the Trangport Termination is two-wire (i.e.,
thereisafour-wire to two-wire converson in Local
Transport), balance parameters (equa level echo path [oss)
may also be tested.

(B) Routine Testing

At no additiond charge the Telephone Company will, at the customer's
request, test after ingtalation on an automatic or manua bas's, 1004 Hz
loss, C-message noise and Baance (Return 0ss).
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6. Switched Access Service (Cont'd)

6.2  Undertaking of the Telephone Company (Cont'd)

6.24  Tesing (Cont'd)

(B) Routine Teging (Cont'd)

In the case of automatic testing, the customer shdl provide remote office
test lines and 105 test lineswith associated responders or their functiondl
equivaen.

The frequency of these tests will be that which is mutualy agreed upon by
the customer and the Telephone Company, but shal consst of not lessthan
quarterly 1004 Hz Loss and C-message noise tests and an annual Balance
test. Trunk test falures requiring cusomer  participation for trouble
resolution will be provided to the customer on an as occurs basis.

Additiond tests may be ordered as st forth in 13.3.1 following. Charges
for these additional tests are set forth in 17.3.4 following.

6.2.5 Daemination of Number of Transmisson Paths

For Feature Groups A and B, which are ordered on a per line or per trunk basis
respectively, and Feature Groups C and D when  ordered on a per trunk basis,
the customer specifies the type of trangport facilities and the number of channelsin
the order for service.

For Tandem Switched Transport, the Telephone Company will determine the
number of Switched Access Service transmission paths to be provided for the
Switched Access Feature Group C and D busy hour minutes of capacity ordered.
The number of transmission paths will be developed using the total busy hour
minutes of capacity by type (as described in 6.1.1(B) preceding) for the end
offices
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6. Switched Access Service (Cont'd)

6.2 Undertaking of the Telephone Company (Cont'd)

6.3

6.2.5

6.2.6

Determination of Number of Transmission Paths (Cont'd)

for each Feature Group ordered from a customer's designated premises. The total
busy hour minutes of capacity by type (e.g., originating, terminating, IDDD,
Operator) for the end office will be converted to transmission paths using standard
Teephone Company traffic engineering methods. The number of transmisson
paths provided shdl be the number required based on (1) the use of access
tandem switches and end office switches, (2) the use of the end office switches
only, or (3) the use of the tandem switches only.

Trunk Group Measurement Reports

Subject to avallability, the Telephone Company will make available trunk group
datain the form of usagein CCS, peg count and overflow, to the customer based
on previoudy agreed to intervals.

Obligations of the Customer

In addition to the obligations of the customer set forth in Section 2. preceding, the customer
has certain specific obligations pertaining to the use of Switched Access Service. These
obligations are asfollows:

6.3.1 Report Requirements
Customers are respong ble for providing the following reports to the Telephone
Company, when applicable.
(A) Juridictiona Reports
When a customer orders Switched Access Service for both interstate and
intrestate use, the
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6. Switched Access Service (Cont'd)

6.3 Obligations of the Customer (Cont'd)

6.3.1 Report Requirements (Cont'd)

(A)  Jdurisdictional Reports (Cont'd)

customer is responsible for providing reports as set forth in 2.3.11
preceding. Chargeswill be gpportioned  in accordance with those
reports. The method to be used for determining the interstate chargesis set
forth in 2.3.12 preceding.

(B) Code Screening Reports

When a customer orders service class routing, trunk access limitation or cdl
gapping arrangements, it must report the number of trunks and/or the
appropriate codesto be indtituted in each end office or access tandem
switch, for each of the arrangements ordered.

6.3.2  Trunk Group Measurement Reports

With the agreement of the customer, trunk group datain the form of usagein

CCS, peg count and overflow for itsend of al access trunk groups, where
technologicaly feasble, will be made available to the Telephone Company. These
datawill be used to monitor trunk group utilization and service performance and
will be based on previoudy arranged intervas and format.

6.3.3  Supavisory Sgnding

The customer's facilities shall provide the necessary on-hook, off-hook, answer
and disconnect supervison.
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6. Switched Access Service (Cont'd)

6.3 Obligations of the Customer (Cont'd)

6.3.4  Short Duration Mass Cdling Requirements

When a customer offers service for which a subgtantia call volume is expected
during a short period of time (e.g., 900 service media Simulated events), the
customer must notify the Telephone Comparny at least 48 hoursin advance of each
peek period. Natification should include the nature, time, duration, and frequency
of the event, an estimated call volume, and the telephone number(s) to be used.
On the basis of the information provided, the Telephone Company may invoke
network management contrals, (e.g., cal gapping and code blocking) to reduce
the probability of excessve network congestion. The Teephone Company will
work cooperatively with the customer to determine the appropriate level of such
control.
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 RaeRegulaions

This section contains the specific regulations governing the rates and charges that apply for
Switched Access Service.

6.4.1

Description and Application of Rates and Charges

There are two types of rates and charges that apply to Switched Access Service.
These are usage rates and nonrecurring charges. These rates and charges are
gpplied differently to the various rate e ements as set forth in (C) following.

(A)

(B)

Usage Rates

Usage rates for Switched Access Service are rates that apply on a per
access minute basis when a specific rate eement is used except for

Network Blocking which is applied on a per call blocked basis beyond the
blocking threshold. Access minute charges and network blocking charges
are accumulated over amonthly period.

Nonrecurring Charges

Nonrecurring charges are one-time charges that apply for a specific work
activity (i.e, ingalation or changeto an existing service). Thetypes of
nonrecurring charges that apply for Switched Access Service are:
ingalation of service, Interim NXX trandation optiond feature and service
rearrangements and Flexible Automatic Number |dentification Optiona
Feature. These charges, with the exception of the Interim NXX Trandation
optional feature, are in addition to the Access Order Charge as specified in
17.1.1(B) following.
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6. Switched Access Service (Cont'd)

6.4 RaeRegulations

6.4.1 Description and Application of Rates and Charges (Cont'd)

(B) Nonrecurring Charges (Cont'd)

D

e

Ingtallation of Sarvice

A Locd Trangport nonrecurring ingtdlation charge, as st forth in
17.1.1(A) fallowing, will be goplied at the serving wire center for
esch Entrance Facility ingtaled. Additiondly, a nonrecurring trunk
ingdlation and/or activation charge as set forth in 17.1.1(C)
following, will be gpplied at each end office, when ordered to the end
office on aper order, per end office bass or at the tandem when
ordered to the tandem for each group of 24 Direct Trunked
Trangport trunks or fraction thereof that is activated (i.e., designated
by the customer to be used to carry switched access). A maximum
of 24 trunks can be activated on a DS1 fadility and a maximum of
672 trunks can be activated on a DS3 facility.

For example, if a customer orders aDS1 Entrance Facility and
requests activation of 18 of the available circuits, the customer will be
charged one Loca Transport High Capacity DS1 Ingdlation
nonrecurring charge at the serving wire center and one Direct

Trunked Transport Activated nonrecurring charge at the end office. If
a alater date the customer requests the activation of three more
creuits, the customer will then be charged an additiond Direct
Trunked Trangport Activated nonrecurring charge. These charges are
in addition to the Access Order Charge as specified in 17.3.1(A)
following.

Interim NXX Trandation Optiond Festure

This nonrecurring charge gppliesto theinitid order for theingdlation
of the Interim NXX Trandation optiond festure with Feature Group
C or Feature Group D Switched Access Service and for each
subsequent order received to add or change NXX
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6. Switched Access Service (Cont'd)

6.4 RaeRegulaions

6.4.1 Description and Application of Rates and Charges (Cont'd)

(B)

Nonrecurring Charges (Cont'd)

e

©)

Interim NXX Trandation Optiond Feature (Cont'd)

trandation codes. This charge, if applicable, applies whether this
optiond feature isingaled coincident with or at any time subsequent
to the ingdlation of Switched Access Services. Thischargeis
applied by the Telephone Company per order, per LATA. When it
is necessary for multiple telephone companiesto provide the
trandation function, the nonrecurring charge is assessed only by the
Teephone Company that provides the find trandation function which
identifies the cusomer's traffic and this traffic is then ddlivered to the
customer's point of termination without any further trandation.

Sarvice Rearrangements

All changesto exiging services other than changesinvolving
adminidrative activities and the off-hook supervisory sgnding of
FGA Access Sarvices, will be treated as a discontinuance of the
exiging sarvice and an ingdlaion of anew sarvice. The nonrecurring
charge described in (1) preceding will gpply for thiswork activity.
Moves that change the physicd location of the point of termination
are described and charged for as set forth in 6.4.4 following.

- If, dueto technica limitations of the Telephone Company, a
customer could not combine its Interim NXX traffic with its
other trunk side Switched Access Services, no charge shdl
apply to combine these trunk groups when it becomes
technicdly possble.

Issued: September 1, 1993

Effective December 1, 1993

Brian H. Strom, President - CEO
Rosaville Telephone Company
200 Vernon Street
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 Rate Regulations (Cont'd)

6.4.1 Description and Application of Rates and Charges (Cont'd)

(B) Nonrecurring Charges (Cont'd)

©)

Searvice Rearrangements (Cont'd)

Adminidrative changes will be made without charge(s) to the
cusomer. Adminidrative changes are as follows:

Change of customer name,

Change of customer or customer's end user premises address
when the change of addressis not aresult of aphysica relocation
of equipment,

Change in billing date (name, address, or contact name or
telephone number),

Change of agency authorization,

Change of customer circuit identification,

Change of billing account number,

Change of customer test line number,

Change of customer or customer's end user contact name or
telephone number, and

Change of jurisdiction.

Changes to the point in time when the off-hook supervisory signd is
provided in the originating call sequencei.e., when the off-hook
supervisory sgnd is changed from being provided by the customer's
equipment before the called party answers to being forwarded by the
customer's equipment when the called party answers or vice versa,
are subject to the Access Order Charge as set forth in 17.3.1(A)
following.

Issued: December 30, 1988

Effective: April 1, 1989

Brian H. Strom, President - CEO
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ACCESS SERVICE
6. Switched Access Service (Cont'd)

6.4 Rate Regulations (Cont'd)

6.4.1 Description and Application of Rates and Charges (Cont'd)

(B) Nonrecurring Charges (Cont'd)

(3) Sevice Rearrangements (Cont'd)

For additions, changes or modifications to an optiond feature which
has a separate nonrecurring charge, that nonrecurring charge will

aoply.

For additions, changes, or modifications to optiona features that do
not have their own separate nonrecurring charges, an Access Order
Charge as st forth in 17.3.1(A) following will apply. When an
optiona feature is not required on each transmission path, but
rather for an entire transmisson path group, an end office or an
access tandem switch, only one such charge will apply (i.e,, it will not

apply per transmission path).

Rearrangements of the STP Port Termination utilized for CCSSS7
Interconnection Service will be trested as a discontinuance of the
exising service and an inddlation of anew service.

(4) (D)

(D)

(C) Application of Retes

Rates are gpplied on aflat-rated or per access minute basis or rates are
applied on aper query basis either as basic or premium.

Issued: March 31, 1998 Effective April 15, 1998
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 RaeRegulaions

6.4.1 Description and Application of Rates and Charges (Cont'd)

(C) Applicatiion of Rates (Cont'd)

(D)
The application of these ratesis dependent upon the Feature Group, type of
Entrance Fecility, type of Transport (e.g., Direct Trunked Transport,
Tandem Switched Trangport, type of Multiplexing) and the availability of
equal access capabilitiesin the end
office to which the service is provided.

(1) Locd Trangport Rates

Locd Transport rates gpply to al access minutes that originate or terminate at
end offices equipped with equa access (i.e., FGD) capabilities. In addition,
Loca Trangport rates apply to FGB access minutes when utilized in the provison
of MTSWATS sarvice.

When access minutes are carried over flat rated services, the
appropriate Loca Trangport rates will gpply to dl of the flat rated rate
elements (eg., Entrance Facility, Direct Trunked Fecility, Direct
Trunked Termination and Multiplexing).

Issued: April 1, 1994 Effectiver July 1, 1994
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 RaeRegulations

6.4.1 Description and Application of Rates and Charges (Cont'd)

(C) Applicaion of Rates (Cont'd)

(2) Trandtion Billing Arrangement

When FGA, or FGB Switched Access Service, except as set forthin
(1) preceding, provided to an entry switch (i.e,, dia tone office for
FGA and access tandem for FGB) has usage originating from and/or

terminating & both end offices, rates will gpply in the following
manner:

(@ All access minutes that originate from or terminate at the end
office(s) will be hilled as follows:

Issued: April 1, 1994 Effectiver July 1, 1994
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 RaeRegulaions

6.4.1 Description and Application of Rates and Charges (Cont'd)

(C) Applicatiion of Rates (Cont'd)

(2)  Trangtion Billing Arrangement (Cont'd)

@ (Contd)

(1) Where end office specific usage datais available, rates
apply only to the measured access minutes originating
from or terminating & the end office(s).

Issued: April 1, 1994 Effectiver July 1, 1994
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 RaeRegulaions

6.4.1 Description and Application of Rates and Charges (Cont'd)

(C) Applicatiion of Rates (Cont'd)

(2)  Trangtion Billing Arrangement (Cont'd)
(b) (Cont'd)

(2) Where end office specific usage dataiis not available for
originating and/or terminating FGA or FGB, the tota
originating and/or termineting usage will be measured or
assumed usage at the entry switch as set forth respectively
in 6.5.4 and 6.6.4 following.

Issued: April 1, 1994 Effectiver July 1, 1994
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 RaeRegulations

6.4.1 Description and Application of Rates and Charges (Cont'd)

(C) Application of Rates (Cont'd)

(2) Trandtion Billing Arrangement (Cont'd)

(b) (Cont'd)
(20 (Cont'd)

For purposes of adminigtering this provison: (1)
subscriber lines are defined as exchange services lines,
Centrex lines and Centrex-type lines provided by the
Telephone Company under itsloca and/or generd
exchange sarvice taiff; (2) the access areais defined as
the local cdling area of the did tone office for
originaing FGA, the entire LATA for terminating FGA,
and dl end offices subtending the access tandem or
originating and terminating FGB; and (3) the locd
cdling area of the did tone officeis as defined in the
Telephone Company'sloca and/or general exchange
savice tariff.

Issued: April 1, 1994 Effectiver July 1, 1994
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 RaeRegulaions

6.4.1 Description and Application of Rates and Charges (Cont'd)

(C) Applicatiion of Rates (Cont'd)

(2)  Trangtion Billing Arrangement (Cont'd)

(b) (Cont'd)

(3) Where FGD Switched Access Serviced is provided to
acustomer in an end office(s) where that customer's
FGA or FGB access minutes have been determined in
accordance with (i) preceding, such access minutes will
be adjusted in the following manner. For each FGD
access minute originating from or terminating a the end
office, the originating or terminating FGA or FGB
access minutes determined as st in (i) preceding will
be reduced on a one for one basis, but in no event shall
the reduction exceed the tota number of FGA or FGB
access minutes originating from or terminating at thet
end office. The customer will be billed for the revised
number of access minutes.

Issued: April 1, 1994 Effectiver July 1, 1994
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 RaeRegulaions

6.4.1 Description and Application of Rates and Charges (Cont'd)

(C) Applicatiion of Rates (Cont'd)

(3) Toll Free Number Data Base Query Service

Query usage chargesfor Toll Free Number Data Base Query
Service shownin 17.1.4 gpply asfollows:

(A) A BadcToll Free Number Data Base Query charge will apply
for each basic toll free cal query that is completed at the
designated Toll Free Number database. Per query charges
are accumulated over amonthly period and billed to the
customer on amonthly basis.

(B) A Premium Toll Free Number Data Base Query charge will
apply for each premium toll free call query that is completed at
the designated Toll Free Number database. Per query
charges are accumulated over amonthly period and billed to
the customer on amonthly bass.

A query is consdered completed when the response contains a
valid carrier identification code.

Issued: December 19, 1996 Effective. January 3, 1997
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 RaeRegulaions

6.4.1 Description and Application of Rates and Charges (Cont'd)

(C) Applicatiion of Rates (Cont'd)

Issued: April 1, 1994 Effectiver July 1, 1994
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 RaeRegulaions

6.4.1 Description and Application of Rates and Charges (Cont'd)

(C) Applicatiion of Rates (Cont'd)

Issued: February 1, 1996 Effective March 1, 1996
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 Rate Regulations (Cont'd)

6.4.1 Description and Application of Rates and Charges (Cont'd)

(C) Applicatiion of Rates (Cont'd)

(4) Shared Transport

Shared Transport refers to arate application that is goplicable only
when the customer orders High Capacity Direct Trunked Transport
between a serving wire center and a telephone company hub where
the Teephone Company performs multiplexing/de-multiplexing
functions and the same customer then orders the derived channels as
Direct Trunked Transport and Tandem Switched Transport. When
the same customer also orders Specia Access Service to be
provided over this same High Capacity facility, this serviceis
considered to be Mixed Use and the regulations set forth in 7.2.7
following must first be gpplied to separate the portion to be charged
as Switched Access Service from the portion to be charged as
Specia Access Service.

Except as noted above, the Switched Access Service will be
ordered, provided and rated as Direct Trunked Transport (i.e.,
Direct Trunked Facility and Direct Trunked Termination). As
each derived channd is activated for Tandem Switched
Trangport, the High Capacity Direct Trunked Transport and
Multiplexing rates will be reduced accordingly (e.g., 1/24th for a
High Capacity DS1 service, 1/672nd for a High Capacity DS3
sarvice, etc.). Tandem Switched Transport rates and charges, as
st forth in 17.1.2 following, will goply for each channd that is
used to provide the Tandem Switched Transport.

Issued: September 1, 1993 Effective December 1, 1993
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ACCESS SERVICE

6. Switched Access Service (Cont'd)
6.4 RateRegulaions (Cont'd)

6.4.1 Description and Application of Rates and Charges Cont'd)

(C) Application of Rates (Cont'd)

(4)

Shared Transport (Cont'd)

Thefallowing example, while not dl inclusive, illugtrates the application of
the Shared Transport provisions cited above and the Mixed Use
provison set forth in 7.2.7 following. The sample caculations explained
below depict the application of charges as they apply to the shared
fadlitiesonly. All other rate ements that would gpply to this example
(eg., Carier CommonLine End (D)

Office, Voice Grade Direct Trunked Transport from EO-B to the
Tandem, Voice Grade Channe Mileage from EO-C to the Tandem, etc.)
are billed as described dsawhere in this tariff.

<

EO-A | 3TANDUM SERVING
ﬁ'l]'j 10,000 | TRUNKS | TANDEM [U DSI | wREe DS1 @

MOU X CENTER

4 VOICE GRADE 12 VOICE GRADE
DIRECT TRUNKS SPECIAL ACCESS

—

EO-C

!

Asume: o

The customer orders:

- 3tandem routed Switched Access trunks to End Office-A (EO-A)
- 4 direct routed Switched Access trunks to End Office-B (EO-B)

- 12 Voice Grade Specid Access channelsto End Office-C (EO-C)
- 1 DSl facility between their POT and the Tandem/Multiplexer

- Usageat EO-A is 10,000 Minutes of Use (MOU)

Transmittal No. 87

Issued: February 26, 2002
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 Rate Regulations (Cont'd)

6.4.1 Description and Application of Rates and Charges (Cont'd)

(C) Application of Rates (Cont'd)

(4)

Shared Trangport (Cont'd)

Cdculation of Charges POT to Serving Wire Center

Sncethisfadility carries both Switched and Specia Access Services,
the Mixed Use provisons st forth in 7.2.7 following must be
aoplied. Thisserviceisinitialy ordered and rated as a Specid
Access DS1 High Capacity Channd Termination (DS1-CT). This
Specia Access Charge is then reduced for each activated Switched
Access Sarvice. High Capacity DS1 Entrance Facility (DS1-EF)
charges apply for the portion of this service that is activated for
Switched Access Service.

DS1-CT chage DS1-CT rate x (capacity of aDS1 minusthe
number of activated Switched Access
Services)/(capacity of aDS1)

= DS1-CT ratex (24 - 7)/(24)

= DSI-CT rate x (17/24)

DS1-EF charge

DSI1-EF rate x (number of activated Switched
Access Services)/(capacity of aDS1)

= DSL-EF rate x (7/24)

Issued: September 1, 1993
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 Rate Regulations (Cont'd)

6.4.1 Description and Application of Rates and Charges (Cont'd)

(C) Application of Rates (Cont'd)

(4)

Shared Trangport (Cont'd)

Cdculation of Charges Fadility from Saving Wire
Center to Tandem and Multiplexer

Since the interoffice facility and the multiplexer both carry Switched
and Specia Access Sarvices, they must first be apportioned between
these two categories by gpplying the Mixed Use provisons st forth
in 7.2.7 following. Using the same retios caculated above, the
Specid Access DSL High Capacity Channel Mileage Facility (DS1-
CMF), Channe Mileage Termination (DS1-CMT), and Multiplexer
(Spcl.-MUX) charges are:

DS1-CMF = DS1-CMF rate x airline miles between
Tandem/Multiplexer and Serving Wire Center x
(27/24)

DS1-CMT = DS1-CMT rate x 2 terminations x (17/24)

Spcl.MUX = DS1 to Voice Grade multiplexer rate x (17/24)

After goplying the Mixed Use provisions to determine the
Switched Access portion of these facilities, the Switched Access
Facilities must then be apportioned between direct routed and
tandem routed. Thisis accomplished by subtracting the portion of
channels used for tandem routing from the portion of Switched
Access channels. The remaining portion of channels are
considered direct routed.

Issued: September 1, 1993

Effective December 1, 1993
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ACCESS SERVICE

6. Switched Access Service (Cont'd)
6.4 Rate Regulations (Cont'd)

6.4.1 Description and Application of Rates and Charges (Cont'd)

(C) Application of Rates (Cont'd)

(4) Shared Trangport (Cont'd)

Cdculation of Charges Fadility from Sarving Wire

Center to Tandem and Multiplexer (Cont'd)

The Direct Trunked Facility (DS1-DTF), Direct Trunked
Termination (DS1-DTT) and Switched Access Multiplexer (S
MUX) charges are:

DS1-DTF

DS1-DTT

Sw.-MUX

= DSI-DTF rae x arline miles between
Tandem/Multiplexer and Serving Wire Center x
((number of activated Switched Assess
Services/capacity of a DS1) minus (number of
channels activated for Tandem Switched
Transport/capacity of aDS1))

DS1-DTF rate x milesx ((7/24) - (3/24)
DS1-DTF rate x miles x (4/24)

DS1-DTT rate x 2 terminations X same ratio of
(4/24)

DSl to Voice Grade Multiplexer rate x same ratio
of (4/24)

Tandem Routing Charges (EO-A to Sarving Wire Center)

No adjustments are used to caculate the Tandem Switched Fecility
(TSF), Tandem Switched Termination (TST), or Tandem Switching
charges. They are caculated asfollows:

TSF =

TST

s =

TSF rate x arline miles between EO-A and the serving
wire center x 10,000 MOU

TST rate x 2 termination X 10,000 MOU

TSrate x 10,000 MOU

Issued: September 1, 1993
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 RateRegulations (Cont'd)

6.4.1 Description and Application of Rates and Charges (Cont'd)

(D) Rate Sahility Payment Plan for DS3 Entrance Facilities

Entrance Facility charges for DS3 and sarvice is offered witha 1, 3 or 5 year
Rate Stability Payment Plan. Rate Stability Plans for multiple DS3's,
DS3x3'sor DS3x12's are not available.

For customers that subscribeto al, 3 or 5 year Rate Stability Payment Plan,
the monthly ratesin effect at the time the sarvice isingaled will not increase
during the payment plan period.

(1) Termination Liability Charges for Stability Payment Plans

Minimum Periods for aDS3 is a one year rate stability plan.

For Rate Stability Payment Plans (i.e, 1, 3 and 5 year plans)
discontinued prior to the end of their Payment Plan period, the
Termination Liability Charges will gpply asfollows.

For the Rate Stability Payment Plans discontinued prior to the end
of thefirgt year of the Rate Stability Payment Plan period, the
customer will be liable for 75% of the total monthly charges for
the unexpired portion of thefirst year of service. In addition, the
customer will be liable for 70% of the second year, 60% of the
third year, 50% of the fourth year and 40% of the fifth year, of the
total monthly charges for the remaining portion of the Rate
Sability Payment Plan.

Issued: April 1, 1996 Effective: July 1, 1996
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ACCESS SERVICE

6. Switched Access Service (Cont'd

6.4 RaeReguldions (Cont'd)

6.4.1 Description and Application of Rates and Charges (Cont'd)

(D)
)

2

3

Rate Stahility Payment Plan for DS3 Entrance Facilities (Cont'd)

Termination Liability Charges for Stability Payment Plans (Cont'd)

For Rate Stability Payment Plans discontinued beyond the first year of the
Rate Stability Payment Plan period, the customer will be liable for 70% of
the tota monthly charges for the next 12 month period of the Rate Stability
Payment Plan, 60% for the 13th through 24 months of the Rate Stability
Payment Plan period, 50% for the 25th through 36 months and 40% for the
37th through 48 months, as gpplicable, for the remaining portion of the Rate
Stability Payment Plan period.

Renewd Plan for Rate Stahility Payment Plans

At the end of the Rate Stability Payment Plan, the customer may renew, for
any Rate Stability Payment Plan, in effect, without a new nonrecurring
charge being applied, aslong asthe physica serving arrangement is not
changed, or the customer may continue service a the origind rate, on a
month-to-month bag's, up to one full year after the origind Rate Sability
Payment Plan ends.

Change of Rate Stahility Payment Plans

At any time a customer has the option to change their current payment plan
to an equivaent or longer payment plan (i.e, 1 year to 3 year) without any
Termination Liability Charges gpplicable to the current Rate Stability
Payment Plan and without new nonrecurring charges applicable to the new
equivaent or longer payment plan, aslong as dl other aspects of the service
and facilities remain unchanged. In addition, the new equivadent or longer
Rate Stability Payment Plan the customer chooses begins on the service
order completion date and is treated as a new Rate Stability Payment Plan

period.
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 Rate Reguldions (Cont'd)

6.4.1 Description and Application of Rates and Charges (Cont'd)

(D) Rate Sahility Payment Plan for DS3 Entrance Facilities (Cont')

(3) Change of Rate Stahility Payment Plans (Cont'd)

Customers may change to a shorter Rate Stability Payment Plan by
paying the associated Termination Liability Chargeswith the origind
Rate Stability Payment Plan. The rates that will gpply will be the current
ratesin effect for the Rate Stability Payment Plan ordered. However,
no new norrecurring charges will apply.

(E) Minimum Periodsfor DS3, DS3x3 and DS3x12 Entrance Facilities and
Direct Trunked Transport

Minimum service period for DS3 Entrance Facilities and Direct Trunk
Transport is one yedr.

Minimum service period for DS3x3 and DS3x12 Entrance Facilities and
Direct Trunk Transport is three years.

Issued: April 1, 1996 Effective: July 1, 1996
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ACCESS SERVICE

6. Switched Access Sarvice (Cont'd)

6.4 Rae Regulaions (Cont'd)

6.4.2

6.4.3

Minimum Monthly Charge

Switched Access Sarvice is subject to aminimum monthly charge. The minimum
charge gppliesfor the tota capacity provided. The minimum monthly chargeis
cdculated asfollows.

For usage rated Local Transport, Local Switching and Information Surcharge rate
eements, the minimum monthly chargeisthe sum of the recurring charges s&t forth

in17.1.2 and 17.1.3 following for either the actual measured usage or the assumed
usage prorated to the number of days or mgjor fraction of days based on a 30 day
month.

For flat rated Local Transport rate eements, the minimum monthly charge isthe
sum of the recurring charges s&t forth in 17.1.2 following prorated to the number of
days or mgjor fraction of days on a 30 day month.

Change of Switched Access Sarvice Arrangements

Changes from one type of Feature Group to another will be treated as a
discontinuance of one type of service and a Sart of another. Nonrecurring charges
will apply, with one exception. When a customer upgrades a Feature Group A or
B sarvice to a Feature Group D service the nonrecurring charges will not gpply and
minimum period obligations will not change, i.e, the time eapsed in the exiging
minimum period obligation will be credited to the minimum period obligations for
FGD sarvice.

Issued: April 1, 1994 Effectiver July 1, 1994
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 Rae Regulaions (Cont'd)

6.4.3 Change of Switched Access Service Arrangements (Cont’ d)

Issued: April 1, 1994 Effectiver July 1, 1994
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ACCESS SERVICE

6. Switched Access Sarvice (Cont'd)

6.4 Rae Regulaions (Cont'd)

6.4.4

6.4.5

Moves
A move involves a change in the physicd location of one of the following:

- Thepoint of termination at the customer designated premises
- The customer designated premises

The charges for the move are dependent on whether the move isto anew location
within the same building or to adifferent building.

(A) Moves Within the Same Building

When the move is to anew location within the same building, the charge for
the move will be an amount equd to one hdf of the instalation non-recurring
charge for the capacity affected. This chargeisin addition to the Access
Order Charge as specified in 17.3.1(A) following. There will be no change
in the minimum period requirements.

(B) Movesto aDifferent Building

Movesto adifferent building will be treated as a discontinuance and start of
sarvice and al associated nonrecurring charges will apply. New minimum
period requirements will be established for the new service. The customer
will aso remain responsible for satisfying dl outstanding minimum period
charges for the discontinued services.

Locd Information Ddlivery Services

Cdls over Switched Access Service in the terminating direction to certain
community information services will be rated under the gpplicable rates for
Switched Access Sarvice as st forth in 17.1 following. In addition, the charges
per call as specified under the Telephone Company's locd and/or generd
exchange sarvice tariffs, eg., 976 (DIAL-1T) Network Services, will aso apply.
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.4 Rate Regulations (Cont'd)

6.4.6

Mileage Measurement

The mileage to be used to determine the monthly rate for Loca Transport is
cadculated on arline distances between the end office switch, which may bea
Remote Switching Module, (where the call carried by Loca Transport originates
or terminates) and the customer's serving wire center. When Tandem Switched
Transport or Direct Trunked Transport is ordered between the serving wire center
and the end office, mileage is normelly measured in one segment from the serving
wire center to the end office. When Direct Trunked Transport is ordered between
aserving wire center and a tandem and Tandem Switch Transport is ordered
between the tandem and the end office, mileage is cacuated separately for each
segment. Exceptions to these methods are as set forth in (A) through (F)
following. For SS7 sgndling, the mileage to be usad to determine the monthly rate
for the Signaling Mileage Fecility is calculated on the airline distance between the
serving wire center associated with the customer's designated premises (Signading
Point of Interface) and the Telephone Company wire center providing the STP
Port.

Where gpplicable, the V& H coordinates method is used to determine mileage.
Thismethod is st forth in the NATIONAL EXCHANGE CARRIER
ASSOCIATION, INC. TARIFF F.C.C. NO. 4 for

"Wire Center Information” (V&H coordinates).

Mileageratesare as set forthin 17.1.2 following. To determine the rate to be
billed, first compute the arline mileage using the V&H coordinates method. If the
cdculation resultsin afraction of amile, dways round up to the next whole mile
before determining the mileage and gpplying the rates. Then multiply the mileage
by the appropriate rate.

Exceptions to the mileage measurement rules are as follows:
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6.4.6 Mileage Measurement (Cont'd)
(A) Feature Group A - Originding Usage
Direct Trunked Trangport Mileage in the originating direction over

Feature Group A Switched Access Service will be caculated on an airline
bas's, using the V&H coordinates method. The mileage measurement will
be between the firgt point of switching (end office switch where the Feature
Group A switching did toneis provided) and the customer's serving wire
center for the Switched Access Service provided.
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6. Switched Access Service (Cont'd)

6.4 Rate Regulations (Cont'd)

6.4.6 Mileage Measurement (Cont'd)

(B) Fesature Group A Terminating Usage

The Locad Transport mileage for terminating Feature Group A Switched
Access Service will be measured in two segments. Direct Trunked
Trangport mileage will be measured between the customer's serving wire
center and the firgt point of switching (i.e., the end office switch where the
Feature Group A switching did toneis provided). Tandem Switched
Trangport mileage will be measured between the firgt point of switching and
the terminating end office.
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6. Switched Access Sarvice (Cont'd)

6.4 Rae Regulaions (Cont'd)

6.4.6 Mileage Measurement (Cont'd)

(©

(D)

Feature Groups B and D - Alternate Traffic Routing

When the Alternate Traffic Routing optiond feature is provided with
Feature Groups B and D, the Loca Transport access minutes will be
apportioned between the two trunk groups used to provide this
feature. Such gpportionment will be made using: (1) actud minutes
of use, if available, (2) standard Telephone Company treffic
engineering methodology and will be based on the last trunk CCS
desired for the high usage group, as described in 6.10.1(L) following
(Alternate Traffic Routing), and the total busy hour minutes of
capacity ordered to the end office, when the feature is provided at an
end office switch, or to the subtending end offices when the fegture is
provided at an access tandem switch or (3) an gpportionment
mutually agreed to by the Telephone Company and the customer.
This gpportionment will serve as the basis for Loca Transport
cdculation.

Reserved
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6. Switched Access Sarvice (Cont'd)

6.4 Rae Regulaions (Cont'd)

6.4.6 Mileage Measurement (Cont'd)

(E) Feature GroupsB and D - Remote Offices

The Loca Transport mileage for Feature Groups B and D Switched Access
Sarvice provided to a Remote Office will be measured in multiple ssgments.
When the facility is directly trunked to the Host Office, Direct Trunked
Facility mileage will be measured between the customer's serving wire
center and the Host Office and Tandem Switched Fecility mileage will be
messured between the Host Office and the Remote Office. The Tandem
Switching charge will not gpply.

When the facility is directly trunked to atandem, Direct Trunked Facility
will be measured from the Serving Wire Center to the tandem, Tandem
Switched Facility will be measured from the tandem to the host, and another
segment of Tandem Switched Facility will be measured from the hogt to the
remote. A Tandem Switching charge will be applicable a the tandem.

When sarvice to the remote is ordered as only Tandem Switched Fecility,
mileage will be separately measured between the serving wire center and
the host and between the host and the end office. The Tandem Switching
charge will be gpplicable at the tandem.

(F  Useof Teephone Company Hub

When multiplexing is performed at telephone company hubs, mileegeis
computed and rates applied separately for each segment of the Local
Transport Direct Trunked Facility (i.e., customer serving wire center to hub,
hub to hub, and/or hub to end office).
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6. Switched Access Sarvice (Cont'd)

6.4 Rae Regulaions (Cont'd)

6.47 Mixed Use

Mixed use occurs when Switched Access Service and Specia Access Service are
provided over the same High Capacity service through a common interface. The
regulations governing the provison of Mixed Use Facilities are set forth in 5.2.4
preceding and 7.2.7 following.

6.4.8 Message Unit Credit for Feature Group A

Cdlsfrom end usersto the seven digit locd telephone numbers associated
with Feature Group A Switched Access Sarvice are subject to Telephone
Company loca and/or genera exchange sarvice tariff charges (including
message unit and toll charges as gpplicable). The monthly bills rendered to
customers for their Feature Group A Switched Access Service will include a
credit to reflect any message unit charges collected from their end users under
the Telephone Company's local and/or generd exchange service tariffs. When
the customer is provided FGA service where measurement capability does not
exig, the credit will gpply to access minutes not to exceed the assumed
originating access minutes. No credit will gpply for any terminaing FGA
access minutes. The message unit credit for originating access minutes will be
based on  the generdly gpplicable message unit charges of the Telephone

Company.

6.4.9 Application of Ratesfor Feature Group A Extenson Service

Feature Group A Switched Access Service is available with extensons, i.e,
additiond terminations of the service at different cusomer designated premisesin
the same LATA asthe FGA did tone office or aLATA other than the LATA
where the FGA did tone officeislocated. Feature Group A extensons within the
same LATA and the same state as the did tone office are provided and
chargedunder the Teephone Company's locd and/or
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6.  Switched Access Service (Cont'd)

6.4 Rate Regulations (Cont'd)

6.4.9 Application of Rates for Feature Group A Extenson Service (Cont'd)

generd exchange sarvice tariffs. Feature Group A extensonslocated inaLATA
other than the LATA where the did tone officeislocated or in adifferent statein
the same LATA asthe dia tone office are provided and charged as Specid
Access Sarvice. Therate dementswhich gpply are: A Voice Grade Channel
Termination, Channe Mileage, if applicable, and Signding Capability (optiond
features and functions), if gpplicable. All appropriate monthly rates and
nonrecurring charges st forth in 17.2.4 following will goply.

LATA BOUNDARY
CUSTOMER CUSTOMER
SPECIAL SERVING DESIGNATED o
ACCESS WIRE PREMISES INTERLATA
CENTER (POT) END USER
EXTENSION
FGA CUSTOMER CUSTOMER
FEATURE GROUP A SWITCHED SERVING DESIGNATED TO
DIAL TONE ACCESS WIRE PREMISES INTERSTATE
OFFICE CENTER (POT) END USER
(POINT OF
EXTENSION TERMINATION)
PROVIDED
UNDER
EXCHANGE
SERVICE ’;
TARIFF .
FEATURE GROUP A EXTENSION SERVICE
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6. Switched Access Service (Cont'd)

6.4 Rate Regulations (Cont'd)

6.4.9 Application of Rates for Feature Group A Extenson Service (Cont'd)

In the above example, two CDPs are utilized to better illustrate the concept. From
apractical standpoint, both the Switched Access and Specia Access Services
could be routed viathe same CDP.

Issued: December 30, 1988 Effective: April 1, 1989

Brian H. Strom, President - CEO
Rosaville Telephone Company
200 Vernon Street
Roseville, Cdifornia 95678



ROSEVILLE TELEPHONE TARIFFF.C.C.NO. 1

1st Revised Page 206
Cancds Origind Page 206

ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.5 Description and Provision of Feature Group A (FGA)

6.5.1 Description

(A)

(B)

(©)

FGA Access, which isavailable to dl customers, provides line Side access
to Telephone Company end office switches with an associated seven digit
loca telephone number for the customer's usein originating
communications from and terminating communications to an Interexchange
Carrier's Interstate Service or a customer - provided interstate
communications capability. The customer must pecify the Interexchange
Carrier to which the FGA sarvice is connected or, in the dternative, specify
the means by which the FGA access communications is transported to
another state. Special Access Services utilized for connection with FGA at
Telephone Company designated WATS Serving Offices as set forth in
Section 7. following may be ordered separately by a customer other than
the customer which orders the FGA Switched Access Service for the
provison of WATS-type services. Special Access Services are ordered as
st forth in 5.2 preceding.

FGA Switching is provided a al end office switches. At the option of the
customer, FGA is provided on asingle or multiple line group bassand is
arranged for originating caling only, terminating caling only, or two-way
caling which are specified by the customer's order for service.

FGA provides aline Sde termination at the first point of switching (dia tone
office). Theline sde termination will be provided with ether ground sart
supervisory sgnding or loop start supervisory sgnaing. The type of
sggnding is a the option of the customer.
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6. Switched Access Service (Cont'd)

6.5 Description and Provison of Feature Group A (FGA) (Cont'd)

6.5.1 Description (Cont'd)

(D)

(E)

(F)

The Telephone Company shall sdlect the first point of switching, within the
sdected LATA, a which the line Sde termination is to be provided unless
the customer requests a different first point of switching and Telephone
Company facilities and measurement capabilities, where necessary, are
available to accommodate such arequest.

A seven digit locd telephone number assigned by the Telephone Company
is provided for access to FGA switching in the originating direction. The
seven digit loca telephone number will be associated with the sdlected end
office switch and is of the form NXX-XXXX.

If the customer requests a specific seven digit telegphone number that is not
currently assigned, and the Telephone Company can, with reasonable effort,
comply with that request, the requested number will be assigned to the
custome.

FGA switching, when usad in the terminating direction, is arranged with did
tone start-diad sgnaing. When used in the terminating direction FGA
switching may, at the option of the customer, be arranged for did pulse or
dua tone multifrequency address signding, subject to availability of
equipment at the first point of switching. When FGA switching is provided
in ahunt group or uniform call digtribution arrangement, al FGA switching
will be arranged for the same type of address sgnding.
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6. Switched Access Service (Cont'd)

6.5 Description and Provison of Feature Group A (FGA) (Cont'd)

6.5.1 Description (Cont'd)

(&

(H)

No address sgnding is provided by the Telephone Company when FGA
switching is used in the originating direction. Address sgnding in such
cases, if required by the customer, must be provided by the customer's end
user using inband tone signding techniques. Such inband tone address
sgnaswill not be regenerated by the Telephone Company and will be
subject to the ordinary transmission capabilities of the Loca Transport
provided.

FGA switching, when used in the terminating direction, may be used to
accessvaid NXXsinthe LATA, loca operator service (O- and 0+),
Directory Assstance (411 where available), emergency reporting service
(911 where available), exchange telephone repair (611 where available),
time or westher announcement services of the Telephone Company,
community information services of an information service provider, and
other customers services (by diding the appropriate digits).

Charges for FGA terminating cals requiring operator assistance or cdlsto
611 or 911 will only gpply where sufficient cal details are available.
Additiona non+access charges will also be billed on a separate account for
(1) an operator surcharge, as set forth in theloca exchange tariffs, for loca
operator assistance (0O- and 0+) cdls, (2) cdlsto certain community
information services, for which rates are applicable under Telephone
Company exchange sarvice tariffs, eg., 976 (DIAL IT) Network Services,
and, (3) calsfrom aFGA lineto another customer's service in accordance
with that customer's applicable service rates when the Telephone Company
performs the billing function for that customer.

For cdlsto Directory Assistance (411), Loca Transport rates for FGA
Switched Access Service will not pply.
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6. Switched Access Service (Cont'd)

6.5 Description and Provison of Feature Group A (FGA) (Cont'd)

6.5.1 Description (Cont'd)

(1)  When aFGA switching arrangement for an individua customer (asingleline
or entire hunt group) is discontinued a an end office, an intercept
announcement is provided. This arrangement provides, for alimited period
of time, an announcement that the service associated with the number dided
has been disconnected.

(9  FGA will be provisioned over an Entrance Fecility from the customer's
premises to the customer's serving wire cente.

FGA sarvice, when used in the originating direction, will be provisoned as
Direct Trunked Trangport from the first point of switching (i.e., the end
office switch where FGA switching diad toneis provided) to the customer's
serving wire center.

FGA sarvice, when usad in the terminating direction, will be provisoned as
Direct Trunked Trangport from the customer's serving wire center to the
first point of switching and provisioned as Tandem Switched Transport from
the firgt point of switching to the terminating end office.

6.5.2 Optiona Features

Following are the various nonchargeable optiona features that are availablein lieu
of, or in addition to, the standard features provided with Feature Group A. They
are provided as Common Switching, Transport Termination or Locd Transport
options.

Issued: September 1, 1993 Effective: December 1, 1993

Brian H. Strom, President - CEO
Rosaville Telephone Company
200 Vernon Street
Roseville, Cdifornia 95678



ROSEVILLE TELEPHONE TARIFFF.C.C.NO. 1
Origind Page 210

ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.5 Description and Provison of Feature Group A (FGA) (Cont'd)

6.5.2  Optiona Festures (Cont'd)

(A)  Common Switching Options

Descriptions of the common switching optiond features are set forth in 6.10
following.

(1) Cdl Denid on Line or Hunt Group

(2) Sevice Code Denid on Line or Hunt Group

(5)  Nonhunting Number for Use with Hunt Group or Uniform Cdll
Didribution Arrangement

(6) Band Advance Arrangement for Use with Special Access Service
Utilized in the Provison of WATS-Type Services

(7)  Hunt Group Arrangement for Use with Special Access Service
Utilized in the Provison of WATS-Type Services

(8) Uniform Cal Didribution Arrangement for Use with Special Access
Sarvice Utilized in the Provison of WATS-Type Services

(90  Nonhunting Number Associated with a Hunt Group Arrangement or
Uniform Cdl Didribution Arrangement for Use with Specid Access
Savice Utilized in the Provision or WATS-Type Services
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6. Switched Access Service (Cont'd)

6.5 Description and Provison of Feature Group A (FGA) (Cont'd)

6.5.2  Optiona Festures (Cont'd)

(B) Transport Termingtion

D
)
©)
(4)
©)
(6)
(1)
(8)
(9)

Two-way operation with did pulse address sgnaling and loop start
upervisory signding

Two-way operation with dia pulse address sgnding and ground start
upervisory sgnding

Two-way operation with dia tone multifrequency address sgnaing
and loop sart supervisory  signding

Two-way operaion with dia tone multifrequency address sgnaling
and ground start supervisory signding

Terminating operation with did pulse address sgnaling and loop Sart
upervisory sgnding

Terminating operation with dial pulse address sgnaling and ground
dart supervisory sgnding

Terminating operation with dud tone multifrequency address sgnaling
and loop sart supervisory signaing

Terminating operation with dud tone multifrequency address sgnaling
and ground start supervisory sgnding

Originating operation with loop start supervisory sgnding

(10) Originating operation with ground start supervisory sgnaing

(C) Loca Trangport Options

(1) Supervisory Signding (as set forth in 15.1.1(E) following)

(2) Customer Specified Entry Switch Receive Level (as st forth in

15.1.1(E) following)
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6.  Switched Access Service (Cont'd)

6.5 Description and Provison of Feature Group A (FGA) (Cont'd)

6.5.3

6.5.4

Optional Features Provided In Locd Tariffs

Certain other features which may be available in connection with Feature Group
A (eg., Speed Cdling, Remote Cdl Forwarding, Bill Number Screening,
IntraLATA extensons) are provided under the Telephone Company'slocd
and/or generd exchange service tariffs.

Measuring Access Minutes

Customer Feature Group A traffic to end offices will be measured (i.e.,

recorded) or assumed by the Telephone Company at end office switches.
Criginaing and terminating calls will be measured (i.e., recorded) or assumed by
the Telephone Company to determine the basis for computing chargeable access
minutes. In the event the customer message detail is not available because the
Telephone Company lost or damaged tapes or incurred recording system
outages, the Telephone Company will estimate the volume of lost customer
access minutes of use based on previoudy known vaues.

For terminating calls over FGA and for originating calls over FGA (when the off-
hook supervisory sgnd is provided by the customer's equipment before the called
party answers), the measured minutes are the chargeable access minutes. For
originating cals over FGA (when the off-hook supervisory sgnd isforwarded by
the customer's equipment when the called party answers), chargeable originating
access minutes are derived from recorded minutes using the same formula as st
forth in 6.7.4 following for Festure Group C.
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6. Switched Access Service (Cont'd)

6.5 Descriptionand Provison of Feature Group A (FGA) (Cont'd)

6.5.4

Measuring Access Minutes (Cont'd)

For originating calls over FGA, usage measurement begins when the originating
FGA firg point of switching receives an off-  hook supervisory sgna forwarded
from the customer's point of termination. This off-hook signal may be provided
by the customer's equipment before the called party answers, or forwarded by
the customer's equipment when the caled party answers.

The measurement of originating cal usage over FGA ends when the originating
FGA firgt point of switching receives an on-hook supervisory sgna from either the
originating end user's end office, indicating the originating end user has
disconnected, or the customer's point of termination, whichever is recognized first
by thefirgt point of switching.

For terminating cdls over FGA, usage measurement begins when the terminating
FGA firg point of switching receives an off- hook supervisory sgnd from the
terminating end user's end office, indicating the terminating end user has answered.
The measurement of terminating call usage over FGA ends when the terminating
FGA firgt point of switching receives an on-hook supervisory sgnd from ether the
terminating end user's end office, indicating the terminating end user has
disconnected, or the customer's point of termination, whichever isrecognized first
by thefirg point of switching.
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6. Switched Access Service (Cont'd)

6.5 Description and Provision of Feature Group A (FGA) (Cont'd)

6.5.4 Measuring Access Minutes (Cont'd)

FGA access minutes or fractions thereof, the exact vaue of the fraction being a
function of the switch technology where the measurement is made, are
accumulated over the billing period for each line or hunt group, and are then
rounded up to the nearest access minute for each line or hunt group.
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6. Switched Access Service (Cont'd)

6.5 Description and Provison of Feature Group A (FGA) (Cont'd)

6.5.5 Tesing Capahilities

FGA isprovided, in the terminating direction where equipment is available, with
seven digit accessto baance (100 type)  test line and milliwatt (102 type) test
line. In addition to the tests described in 6.2.4 preceding which are included with
the ingtdlation of service (Acceptance Testing) and as ongoing routine testing,
Additiond Cooperative Acceptance Testing and Additional Manual Testing are
avalable as st forth in 13.3.1 following.
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6. Switched Access Service (Cont'd)

6.6 Description and Provision of Feature Group B (FGB)

6.6.1 Description

(A)

(B)

FGB Access, whichisavailable to al customers, provides trunk side access
to Telephone Company end office switches with an associated uniform
950-XXXX access code. FGB trunk side accessis provided for the
customer's use in originaing communications from and terminating
communicationsto an Interexchange Carrier's Interstate Service or a
customer provided interstate communications cgpability. The customer
must specify the Interexchange Carrier to which the FGB sarviceis
connected or, in the aternative, specify the means by which the FGB access
communications is trangported to another state. Special Access Services
utilized for connection with FGB at Telephone Company designated WATS
Serving Offices as st forth in Section 7. following may be ordered
separately by a customer other than the customer which ordersthe FGB
Switched Access Service for the provison of WATS or WATS-type
services. Special Access Services are ordered as set forth in 5.2

preceding.

FGB, when directly routed to an end office (i.e., provided without the use
of an access tandem switch), is provided at appropriately equipped
Telephone Company dectronic end office switches.
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6. Switched Access Service (Cont'd)

6.6 Description and Provision of Feature Group B (FGB) (Cont'd)

6.6.1 Description (Cont'd)

(©)

(D)

(E)

FGB is provided as trunk side switching through the use of end office switch
trunk equipment.  The switch trunk equipment is provided with wink start
start-pulsing sgnas and answer and disconnect supervisory sgnaing.

FGB switching is provided with multifrequency address sgnding in both the
originating and terminating directions. Except for FGB switching provided
with the automatic number identification (ANI) or rotary did Sation
sgnaling arrangements as set forth respectively in 6.10.1(F) and 6.10.2(A)
following, and other address sgnding in the originating direction, if required
by the customer, must be provided by the customer's end user using inband
tone sgnaling techniques. Such inband tone address sgnaswill not be
regenerated by the Telephone Company and will be subject to the ordinary
transmission capabilities of the Loca Transport provided.

The access code for FGB switching isauniformaccess  code. The
form of the uniform access code is 950- XX XX. A uniform access code(s)
will be assgned to the customer for the customer's domestic
communications and another will be assigned to the customer for its
international communications, if required. These access codes will be the
assigned access numbers of al FGB switched access service provided to
the customer by the Telephone Company.
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6. Switched Access Service (Cont'd)

6.6 Description and Provision of Feature Group B (FGB) (Cont'd)

6.6.1 Description (Cont'd)

(F)

(©

The Telephone Company will establish atrunk group or groups for the
customer at end office switches where FGB switching is ordered. When
required by technica limitations, a separate trunk group will be established
for each type of FGB switching arrangement provided. Different types of
FGB or other switching arrangements may be combined in asingle trunk
group at the option of the Telephone Company.

FGB switching, when used in the terminating direction, may be used to
accessvaid NXXsinthe LATA, time or weather announcement services of
the Te ephone Company, community information services of an information
sarvice provider and other customers services (by diding the appropriate
digits). When directly routed to an end office, only those vaid NXX codes
served by that end office may be accessed.

The customer will dso be billed additiona nonaccess charges for calsto
certain community information services for which rates are applicable under
Telephone Company exchange sarvice tariffs, eg., 976 (DIAL-IT)
Network Service. Additionally, non-access charges will dso be billed for
callsfrom aFGB trunk to another customer's service in accordance with
that customer's applicable service rates when the Telephone Company
performs the billing function for that customer.
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6. Switched Access Service (Cont'd)

6.6 Description and Provision of Feature Group B (FGB) (Cont'd)

6.6.1 Description (Cont'd)

(G) Cdisintheterminating direction will not be completed
to 950- X X XX access codes, loca operator assistance (0- and 0+),
Directory Assistance (411), service codes 611 and 911 or 10XXX access
codes.

(H) Whendl FGB switching arrangements are discontinued at an end office
and/or inaLATA, an intercept announcement is provided. This
arrangement provides, for alimited period of time, an announcement that
the service associated with the number dialed has been disconnected.
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6. Switched Access Service (Cont'd)

6.6 Description and Provision of Feature Group B (FGB) (Cont'd)

6.6.1  Description (Cont'd)
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6. Switched Access Service (Cont'd)

6.6 Description and Provision of Feature Group B (FGB) (Cont'd)

6.6.2 Optiona Features

Following are descriptions of the various non-chargesble optiond features that are
availablein lieu of, or in addition to, the Sandard features provided with Festure
Group B. They are st forthin (A), (B) and (C) following and are provided as
Common Switching, Trangport Termination and Loca Transgport options.
Additiondly, other optiona features provided in locd tariffs are set forth in (D)
following.

(A)  Common Switching Options

Descriptions of the common switching optiond features are sat forth in 6.10
following.

(1) Automatic Number Identification (ANI)

(20 Upto 7 Digit Outpulsing of Access Digits to Customer

(3) Band Advance Arrangement for Use with Special Access Service
Utilized in the Provison of WATS or WATS-Type Services

(4)  Hunt Group Arrangement for Use with Special Access Service
Utilized in the Provison of WATS or WATS-Type Services

(5) Uniform Cal Didribution Arrangement for Use with Specia Access
Sarvice Utilized in the Provison of WATS or WATS-Type Services
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6. Switched Access Service (Cont'd)

6.6 Description and Provison of Feature Group B (FGB) (Cont'd)

6.6.2 Optiona Festures (Cont'd)

(A)  Common Switching Options (Cont'd)

(6)  Nonhunting Number Associated with Hunt Group
Arrangement or Uniform Call Distribution Arrangement
for Use with Speciad Access Service Utilized inthe
Provison of WATS or WATS-Type Services

(B) Trangport Terminations Options

(1) Rotay Did Staion Sgnding

(C) Loca Trangport Options

(1) Customer Specification of Loca Transport Termination
(2) Optiond Supervisory Signding
(3) Customer Specified Entry Switch Receive Leve

In as much as these options concern transmission levels
and 9gnding grey are st forth in 15.1.1 following.

(D) Optional Features Provided in Local Tariffs

Another fegture, Bill Number Screening, which may be available
in connection with FGB, is provided under the Telephone
Company's locd and/or generd exchange service tariffs.
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6. Switched Access Service (Cont'd)

6.6 Description and Provison of Feature Group B (FGB) (Cont'd)

6.6.3 Dedgn and Traffic Routing

For Feeture Group B, the trunk directiondity and traffic routing of the Switched
Access Service between the customer designated premises and the entry switch
are determined by the customer's order for service. Additiondly, the customer
may order the optiond feature Customer Specification of Loca Transport
Termination as s forth in 15.1.1 following.

6.6.4 Measuring Access Minutes

Cugtomer traffic to end offices will be measured (i.e,, recorded) or assumed by the
Telephone Company at end office switches or access tandem switches.
Originating and terminating calls will be measured (i.e., recorded) or assumed by
the Telephone Company to determine the basis for computing chargeable access
minutes. In the event the customer message detail is not available because the
Telephone Company lost or damaged tapes or incurred recording system outages,
the Teephone Company will estimate the volume of lost customer access minutes
of use based on previoudy known vaues.

For both originating and terminating cals over FGB the measured minutes are the
chargesble access minutes.

For originating calls over FGB, usage measurement begins when the originating
FGB firg point of switching receives answer supervision forwarded from the
customer's point of termination, indicating the customer's equipment has answered.
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6. Switched Access Service (Cont'd)

6.6 Description and Provision of Feature Group B (FGB) (Cont'd)

6.6.4

M easuring Access Minutes (Cont'd)

The measurement of originating cal usage over FGB ends when the originating
FGB fird point of switching receives disconnect supervison from ether the
originating end user's end office, indicating the originating end user has
disconnected, or the customer's point of termination, whichever is recognized first
by thefirgt point of switching.

For terminating cdls over FGB, usage measurement begins when the terminating
FGB firg point of switching receives answer supervison from the terminating end
user's end office, indicating the terminating end user has answered.

The measurement of terminating call usage over FGB ends when the terminating
FGB fird point of switching receives disconnect supervison from ether the
terminating end user's end office, indicating the terminating end user has
disconnected, or the customer's point of termination, whichever is recognized first
by thefirgt point of switching.

FGB access minutes or fractions thereof, the exact vaue of the fraction being a
function of the switch technology where the measurement is made, are
accumulated over the billing period for each end office, and are then rounded up to
the nearest access minute for each end office.
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6. Switched Access Service (Cont'd)

6.6 Description and Provision of Feature Group B (FGB) (Cont'd)

6.6.4 Measuring Access Minutes (Cont'd)
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6. Switched Access Service (Cont'd)

6.6 Description and Provision of Feature Group B (FGB) (Cont'd)

6.6.4

6.6.5

Measuring Access Minutes (Cont'd)

Notwithstanding the preceding, when Feature Group B is used for the provision of
WATS or WATS-type service where measurement cagpability exists at the WATS
Serving Office but not at the Feature Group B firg point of switching, the
measured WATS or WATS-type originating and/or terminating minutes of use
ghall be separately summed and compared to their respective total assumed
originating and/or terminating minutes of use. The number of minutes per trunk per
month will be the assumed or the measured usage, whichever is greater.

Teging Capabilities

FGB is provided, in the terminating direction where equipment is available, with
seven digit access to balance (100 type) test line, milliwatt (102 type) test line,
nonsynchronous or synchronous test line, autometic transmission measuring (105
type) test line, data transmission (107 type) test line, loop around test line, short
circuit test line and open circuit test line. In addition to the tests described in 6.2.4
preceding which are included with the ingtalation of service (Acceptance Testing)
and as ongoing routine testing, Additional Cooperative Acceptance Testing,
Additional Automatic Testing, and Additiona Manua Testing are available as set
forth in 13.3.1 following.
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6. Switched Access Service (Cont'd)

6.7 Resrved
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6. Switched Access Service (Cont'd)

6.7 Resrved
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6. Switched Access Service (Cont'd)

6.7
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6. Switched Access Service (Cont'd)

6.7
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6. Switched Access Service (Cont'd)

6.7
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6. Switched Access Service (Cont'd)

6.7
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6. Switched Access Service (Cont'd)

6.7
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6. Switched Access Service (Cont'd)

6.7
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6. Switched Access Service (Cont'd)

6.7
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6. Switched Access Service (Cont'd)

6.7
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6. Switched Access Service (Cont'd)
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6. Switched Access Service (Cont'd)

6.7
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6. Switched Access Service (Cont'd)

6.7
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6. Switched Access Service (Cont'd)

6.7
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6. Switched Access Service (Cont'd)

6.7
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6. Switched Access Sarvice (Cont'd)

6.8 Description and Provision of Feature Group D (FGD)

6.8.1 Description

(A) FGD Access, whichisavailableto al customers, provides trunk side access
to Telephone Company end office switches. Specid Access Services
utilized for connection with FGD at Telephone Company designated WATS
Serving offices as set forth in Section 7. following may be ordered
separately by a customer other than the customer which orders the FGD
Switched Access Service for the provison of WATS or WATS-type
services. Specia Access Services are ordered as set forth in 5.2
preceding.

(B) FGD isprovided a Telephone Company designated eectronic end office
switches whether routed directly or via Telephone Company designated
€lectronic access tandem switches.

(C) FGD isprovided astrunk side switching through the use of end office or
access tandem switch trunk equipment. The switch trunk equipment is
provided with wink start start-pulsing signas and answer and disconnect

supervisory sgnding.

(D) FGD switching is provided with multifrequency address Sgnding. Up to 12
digits of the called party number dided by the customer's end user using
dua tone multifrequency or did pulse address sgnalswill be provided by
Telephone Company equipment to the customer's premises where the
Switched Access Service terminates. Such address signals will be subject
to the ordinary transmission capabilities of the Loca Trangport provided.
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6. Switched Access Service (Cont'd)

6.8 Description and Provison of Feature Group D (FGD) (Cont'd)

6.8.1

Description (Cont'd)

(E) FGD switching, when used in the terminating direction, may be used to
access vaid NXXsinthe LATA, time or westher announcement services of the
Telephone Company, community information services of an information service
provider, and other customers services (by diaing the appropriate codes) when
such services can be reached using valid NXX codes. When directly routed to an
end office, only those valid NXX codes served by that office may be accessed.
When routed through an access tandem, only those valid NXX codes served by
end offices subtending the access tandem may be accessed. The customer will
aso be billed additiona non-access charges for cdlsto certain community
information services, for which rates are applicable under Telephone Company
exchange sarvice tariff, eg., 976 (DIAL-IT) Network Service. Additionaly,
non-access charges will aso be billed for cals from a FGD trunk to another
customer's service in accordance with that customer's applicable service rates
when the Teephone Company performs the billing function for that customer.
Cdlsin the terminating direction will not be completed to 950- X XXX access
codes, local operator assistance (O- and 0+), Directory Assistance (411), service
codes 611 and 911 and 10X XX access codes.

Issued: April 1, 1994 Effectiver July 1, 1994

Brian H. Strom, President - CEO
Rosaville Telephone Company
200 Vernon Street
Roseville, Cdifornia 95678



ROSEVILLE TELEPHONE COMPANY TARIFFF.C.CNO. 1
Origind Page 244

ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.8 Description and Provison of Feature Group D (FGD) (Cont'd)

6.8.1 Description (Cont'd)

(F)  The Telephone Company will establish atrunk group or groups for the
customer at end office switches or access tandem switches where FGD
switching is provided. When required by technical limitations, a separate
trunk group will be established for each type of FGD switching arrangement
provided. Different typesof FGD or other switching arrangements may be
combined in asingle trunk group &t the option of the Telephone Company.

(G) Theaccess code for FGD switching is a uniform access code of the form
10XXX. A uniform access code(s) will be the assigned number of al FGD
access provided to the customer by the Telephone Company. No access
codeis required for callsto a customer over FGD Switched Access
Searviceif the end user's telephone exchange service is arranged for
presubscription to that customer, as set forth in 13.4 following.
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6. Switched Access Service (Cont'd)

6.8 Description and Provison of Feature Group D (FGD) (Cont'd)

6.8.1 Destription (Cont'd)

(&

(H)

(1)

(Cont'd)

Where no access code is required, the number dialed by the customer's end
user shal be aseven or ten digit number for calsin the North American
Numbering Plan (NANP). For international calls outside the NANP, a
seven to twelve digit number may be dided. Theform of the numbers
dided by the customer's end user is NXX-XXXX, 0 or 1 + NXX-XXXX,
NPA + NXX-XXXX, 1+ NPA + NXX-XXXX, and, when the end office
isequipped for Internationa Direct Distance Diding (IDDD), 01 + CC +
NN or 011 + CC + NN.

When the 10X XX access code is used, FGD switching aso provides for
dialing the digit O for access to the customer's operator, 911 for accessto
the Telephone Company's emergency reporting service, or the
end-of-diding digit (#) for cut-through access to the customer designated
premises.

FGD switching will be arranged to accept cdls from telephone exchange
service locations without the need for diding the 10X XX uniform access
code. Each telephone exchange service line may be marked with a code to
identify which 10XXX codeits cdlswill bedirected to for interLATA
sarvice.

Unless prohibited by technica limitations, the customer's Interim NXX
Trandétion traffic may, at the option of the customer, be combined in the
same trunk group arrangement with the customer's non-Interim NXX
Trandation traffic. When required by technical limitations, or a the request
of the customer, a separate trunk group will be established for Interim NXX
Trandation traffic.
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6. Switched Access Service (Cont'd)

6.8 Description and Provison of Feature Group D (FGD) (Cont'd)

6.8.1 Destription (Cont'd)

(9  When acustomer has had FGB accessin an end office and subsequently
replaces the FGB access with FGD access, at the mutua agreement of the
customer and the Telephone Company, the Telephone Company will direct
cdlsdided by the customer's end users using the customer's previous FGB
access code to the customer's FGD access service. The customer must be
prepared to handle normally dided FGD calls, aswell as calls dided with
the FGB access code which requires the customer to receive additional
address sgnding from the end user. Such calswill berated as FGD. The
Teephone Company may, with 90 days written notice to the customer,
discontinue this arrangement.

6.8.2 Optiond Features

Following are the various nonchargeable and chargeable optiond features that are
avalableinlieu of, or in addition to, the tandard features provided with Festure
Group D. Nonchargeable Optional Features are provided as Common Switching,
Trangport Termination and Loca Transport options as set forth in (A) through (C)
following. Chargeable optiond features are st forth in (D) following.

(A) Common Switching Options

Descriptions of the common switching optiond features are sat forth in 6.10
following.
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6. Switched Access Service (Cont'd)

6.8 Description and Provison of Feature Group D (FGD) (Cont'd)

6.8.2  Optiona Features (Cont'd)

(A)  Common Switching Options (Cont'd)

D
)
©)
(4)
©)
(6)
(1)

(8)

©)

(10)

(11)

Automatic Number Identification (ANI)

Service Class Routing

Alternate Traffic Routing

Trunk Access Limitation

Cal Gapping Arrangement

International Carrier Option

Band Advance Arrangement for Use with Specid Access Sarvice
Utilized in the Provison of WATS or WATS-Type Sarvices

End Office End User Line Service Screening for Use with Specid
Access Sarvice Utilized inthe  Provison of WATS or WATS-Type
Services

Hunt Group Arrangement for Use with Specia Access Service
Utilized in the Provison of WATS or WATS-Type Sarvices

Uniform Cdl Distribution Arrangement for Use with Special Access

Sarvice Utilized in the Provison of WATS or WATS-Type Services

Nonhunting Number Associated with Hunt Group Arrangement or
Uniform Cdl Didribution Arrangement for Use with Specid Access
Savice Utilized in the Provison of WATS or WATS-Type Sarvices
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6. Switched Access Service (Cont'd)

6.8 Description and Provison of Feature Group D (FGD) (Cont'd)

6.8.2

6.8.3

Optiona Features (Cont'd)

(B) Trangport Termination Options

(1) Operator Trunk - Full Festure

(C) Loca Trangport Options

One optiond feature is available with Loca Transport associated with
FGD. That optiona fegture is Supervisory Sgnding and, dueto its
technica nature, is st forth in 15.1.1 following.

(D) Chargeable Optiona Features

(1) Interim NXX Trandation
(20 Hexible Automatic Number Identification (Hex ANI)

Desgn and Traffic Routing

For Feature Group D, the Telephone Company shall design and determine the
routing of Tandem Switched Access Trangport Service, including the sdection of
the firgt point of switching and the dection of facilities from the interface to any
switching point and to the end offices where busy hour minutes of capacity are
ordered. The Telephone Company shdl aso decide if capacity isto be provided
by originating only, terminating only, or two-way trunk groups. Findly, the
telephone Company will decide whether trunk side access will be provided
through the use of two-wire or four-wire trunk terminating equipmernt.

For Feature Group D Direct Trunked Transport service, the Telephone Company
will determine the routing of switched access service from the point of interface to
the firgt point of switching or, if the customer specifies one or more hub locations
for multiplexing, from the point of interface to the hub location, from one hub
location to another hub location, and/or from a hub location to the first point of
switching.

Sdection of facilities and equipment and traffic routing of the service are based on
sandard engineering methods, available facilities and equipment, and the actud
traffic patterns. If the customer desires routing or
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6. Switched Access Service (Cont'd)

6.8 Destription and Provison of Feature Group D (FGD) (Cont'd)

6.8.3

6.8.4

Design and Traffic Routing (Cont'd)

directiondity different from that determined by the Telephone Company, the
Teephone Company will work cooperatively with the customer in determining (1)
whether the service isto be routed directly to an end office or through an access
tandem switch and (2) the directiondity of the service.

Measuring Access Minutes

Customer traffic to end officeswill be recorded by the Telephone Company at end
office switches or access tandem switches. Originating and terminating calls will

be recorded by the Telephone Company to determine the basis for computing
chargesble access minutes. In the event the customer message detail is not
available because the Telephone Company lost or damaged tapes or incurred
recording system outages, the Telephone Company will estimate the volume of lost
customer access minutes of use based on previoudy known values.

For both originating and terminating calls over FGD the measured minutes are the
chargesble access minutes.

For originating cals over FGD, usage measurement begins when the originating
FGD firgt point of switching receives the first wink supervisory signd forwarded
from the customer's point of termination.

The measurement of originating call usage over FGD ends when the originting
FGD firgt point of switching receives disconnect supervison from either the
originating end user's end office, indicating the originating end user has
disconnected, or the customer's point of termination, whichever isrecognized first
by thefirgt point of switching.
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6. Switched Access Service (Cont'd)

6.8 Description and Provison of Feature Group D (FGD) (Cont'd)

6.84  Measuring Access Minutes (Cont'd)

For terminating calls over FGD, the measurement of access minutes begins when
the terminating FGD firgt point of switching receives answer supervision from the
terminating end user's end office, indicating the terminating end user has answered.

The measurement of terminating cal usage over FGD ends when the terminating
FGD firgt point of switching receives disconnect supervison from either the
terminating end user's end office, indicating the terminating end user has
disconnected, or the customer's point of termination, whichever is recognized first
by thefirgt point of switching.

6.8.5 Dedgn Blocking Probahility

The Telephone Company will design the fadilities used in the provision of Switched
Access Service FGD to meet the blocking probability criteria as st forthin (A)
and (B) following.

(A)  For Feature Group D, the design blocking objective will be no grester than
one percent (.01) between the point of termination at the customer's
designated premises and the end office switch, whether the traffic is directly
routed without an aternate route or routed via an access tandem. Standard
traffic engineering methods as set forth in reference document
Tdecommunications Transmission Engineering -Volume 3 - Networks and
Services (Chapters 6-7) will be used by the Telephone Company to
determine the number of transmission paths required to achieve thislevd of
blocking.
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6. Switched Access Service (Cont'd)

6.8 Description and Provision of Feature Group D (FGD) (Cont'd)

6.8.5 Desgn Blocking Probability (Cont'd)

(B) The Teephone Company will perform routine measurement functions to
assure that an adequate number of transmisson pathsarein service. The
Telephone Company will recommend that additiona capacity (i.e., busy
hour minutes of capacity or trunks) be ordered by the customer when
additiond paths are required to reduce the measured blocking to the
designed blocking level. For the capacity ordered, the design blocking
objective is assumed to have been met if the routine measurements show
that the measured blocking does not exceed the threshold listed in the
following tables.

(1) Fortransmission paths carrying only first routed traffic direct between
an end office and customer's designated premises without an
dternate route, and for paths carrying only overflow traffic, the
measured blocking thresholds are as follows:
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6. Switched Access Service (Cont'd)

6.8 Description and Provision of Feature Group D (FGD) (Cont'd)

6.8.5 Desgn Blocking Probability (Cont'd)
(Cont'd)
(1) (Contd)
Measured Blocking Thresholds
in the Time Consgtent Busy Hour
Number of for the Number of Measurements
Transmisson Peths Taken Between 8:00 am. and 11:00 p.m.
Per Trunk Group Per Trunk Group
1520 11-14 7-10 36
Mesauramats Messuremats Mesaramants Messuramats
2 7% 8.0% 9% 14.0%
3 5% 6.0% 7% 9.0%
4 5% 6.0% 7% 8.0%
5-6 4% 5.0% 6% 7.0%
7 or more 3% 3.5% 4% 6.0%
(2) For transmission paths carrying first routed traffic between an end
office and customer's premises via an access tandem, the measured
blocking thresholds are asfollows:
Measured Blocking Thresholds
in the Time Congstent Busy Hour
Number of for the Number of Measurements
Transmisson Paths Taken Between 8:00 am. and 11:00 p.m.
Per Trunk Group Per Trunk Group
1520 11-14 7-10 36
Mesaramants Mesauremats Megaramants Mesaramats
2 4.5% 5.5% 6.0% 9.5%
3 3.5% 4.0% 4.5% 6.0%
4 3.5% 4.0% 4.5% 5.5%
5-6 2.5% 3.5% 4.0% 4.5%
7 or more 2.0% 2.5% 3.0% 4.0%
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6. Switched Access Service (Cont'd)

6.8 Description and Provison of Feature Group D (FGD) (Cont'd)

6.8.6

Network Blocking Charge

The customer will be natified by the Telephone Company to increase its capacity
(busy hour minutes of cgpacity or quantities of trunks) when excessive trunk group
blocking occurs on groups carrying Festure Group D traffic and the measured
access minutes for that hour exceed the capacity purchased. Excessive trunk
group blocking occurs when the blocking thresholds stated below are exceeded.
They are predicated on time congstent, hourly measurements over a 30 day
period excluding Saturdays, Sundays and nationa holidays. If the order for
additiond capacity has not been received by the Telephone Company within 15
days of the natification, the Telephone Company will bill the customer, at the rate
st forth in 17.1.2 following, for each overflow in excess of the blocking threshold
when (1) the average " 30 day period” overflow exceeds the threshold leve for any
particular hour and (2) the "30 day period’ measured average originating or
two-way usage for the same clock hour exceeds the capacity purchased.

Blocking Thresholds

Trunksin Service 1% 1/2%

1-2 7.0% 4.5%
3-4 5.0% 3.5%
5-6 4.0% 2.5%
7 or greater 3.0% 2.0%

The 1% blocking threshold is for transmission paths carrying traffic direct (without
an aternate route) between an end office and a customer's premises.
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ACCESS SERVICE

6. Switched Access Service (Cont'd)

6.8 Description and Provison of Festure Group D (Cont'd)

6.8.6

6.8.7

Network Blocking Charge (Cont'd)

The 1/2% blocking threshold is for transmission paths carrying first routed traffic
between an end office and a customer's premises via an access tandem.

Tesing Capabilities

FGD is provided, in the terminating direction where equipment is available, with
seven digit accessto baance (100 type) test line, milliwait (102 type) test line,
nonsynchronous or synchronous test line, automatic transmission measuring (105
type) test line, data transmission (107 type) test line, loop around test line, short
circuit test line and open circuit test line. In addition to the tests described in 6.2.4
preceding, which areincluded with the ingtallation of service (Acceptance Testing)
and as ongoing routine testing, Additional Cooperative Acceptance Testing,
Additional Automatic Testing and Additiona Manua Testing, are avallable as st
forth in 13.3.1 following.
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